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DSPL	 Commercial, dual wall, heat-shrinkable tubing to seal and 
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PD Caps	 Semirigid, encapsulant-lined, polyole�n caps.. . . . . . . . . . . . . 1-73, 1-74
PTCM	 Very high-shrink-ratio, dual wall, �exible  
			   heat-shrinkable tubing.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-75, 1-76
RayBlock 85	 Heat-shrinkable water-blocking system.. . . . . . . . . . . . . . . . . 1-77, 1-78
RayBlock 105	 Heat-shrinkable water-blocking system.. . . . . . . . . . . . . . . . . 1-79, 1-80
Rayrim 	 Commercial protective, self-adhering, edging material.. . . . . . 1-81, 1-82
RaySpool	 Convenient packaging and dispensing system  
			   for heat-shrinkable tubing. . . . . . . . . . . . . . . . . . . . . . . 1-83, 1-84, 1-85
RHW	 Rugged, heavy wall, adhesive-lined, polyole�n  
			   heat-shrinkable tubing.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-87, 1-88
RMW	 Medium wall, polyole�n heat-shrinkable tubing.. . . . . . . . . . . . 1-89, 1-90
RNF-100	 Flexible, �ame-retardant, general purpose,  
			   polyole�n tubing.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-91, 1-92
RNF-150	 High-performance, �ame-resistant, �exible,  
			   �uoropolymer tubing .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-93, 1-94
RNF-3000	 Flexible, high-shrink-ratio, �ame-retardant,  
			   general purpose, polyole�n tubing.. . . . . . . . . . . . . . . . . . . . . 1-95, 1-96
RP-4800	 High-shrink-ratio, �ame-retardant, polyole�n tubing.. . . . . . . . 1-97, 1-98
RPPM	 Flexible, dual wall, moisture proof, heat-shrinkable tubing.. . 1-99, 1-100
RT-3	 Semirigid, �ame-retardant, polyole�n tubing.. . . . . . . . . . . . 1-101, 1-102
RT-375	 Clear, �ame-resistant, �exible, �uoropolymer tubing.. . . . . . 1-103, 1-104
RT555	 Fluid-resistant, chemical-resistant, crosslinked  
			   �uoropolymer tubing with extended temperature range.. . . . 1-105, 1-106
RW-175/RW-175-E	 High-temperature, chemical-resistant, polyvinylidene 
			   �uoride tubing .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-107, 1-108
RW-200/RW-200-E	 Heat-shrinkable, chemical-resistant,  
			   high-temperature tubing.. . . . . . . . . . . . . . . . . . . . . . . . . . . 1-109, 1-110
SCL	 Semirigid, encapsulant-lined, polyole�n tubing .. . . . . . . . . 1-111, 1-112
SCT	 Flame-retardant, adhesive-lined, semirigid polyole�n 
			   heat-shrinkable tubing (extended temperature range} .. . . . 1-113, 1-114
SFR	 Very �exible, �ame-retardant, silicone elastomer tubing .. . . . 1-115, 1-116
SRFR	 Highly �exible, silicone rubber tubing.. . . . . . . . . . . . . . . . . 1-117, 1-118
SST/SST-FR	 Self-sealing, heat-shrinkable tubing.. . . . . . . . . . . . . . . . . . 1-119, 1-120
TAT-125	 Adhesive-lined, �exible polyole�n tubing.. . . . . . . . . . . . . . . 1-121, 1-122
TC Caps	 Semirigid, �ame-retardant polyole�n caps.. . . . . . . . . . . . . 1-123, 1-124
TFE and TFER	 High-temperature, chemically inert, modi�ed tubing 
			   made of PTFE.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-125, 1-126
Tubing Kits and	 Smaller packaging options for single wall and 
MiniSpools	 adhesive-lined tubing products .. . . . . . . . . . . . . . . . . . . . . 1-127, 1-128
TUGA-GP	 Shiny, non-�ame-retardant,  
			   polyole�n tubing.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-129, 1-130
URHT	 Ultra high-ratio, �ame-retardant, polyole�n  
			   heat-shrinkable tubing.. . . . . . . . . . . . . . . . . . . . . . . . . . . . 1-131, 1-132
Versa�t	 Highly �ame-retardant, very �exible,  
			   low-shrink-temperature, polyole�n tubing.. . . . . . . . . . . . . . 1-133, 1-134
Versa�t-3X	 Very �exible, high-shrink-ratio, highly �ame-retardant,  
			   low-shrink-temperature, polyole�n tubing.. . . . . . . . . . . . . . 1-135, 1-136
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Overview

TE Connectivity�s (TE) 
Raychem brand of tubing 
was developed when our 
scientists pioneered the 
application of radiation 
crosslinking and the  
development of heat-shrink-
able polymer products. 
Today TE is recognized 
worldwide for its expertise in 
these areas.
The Raychem brand of  
tubings are made of  
polyole�ns, �uoropolymers, 
and elastomers enhanced 
by radiation crosslinking 
and heat-shrinkability. When 

heated during installation, 
our tubings shrink to  
conform to virtually any 
shape. They provide 
dependable insulation, 
mechanical protection,  
and strain relief, as well  
as aesthetic appeal.
Single wall tubings are avail-
able in thin-wall,  
medium-wall, and thick-wall 
versions. With dual wall  
tubings, an inner wall � 
either an encapsulant or  
an adhesive � melts and 
�ows during installation 
heating, to protect against 

environmental damage. 
Encapsulants protect  
connections and compo-
nents from splashes and 
corrosion. Adhesives go a 
step further, sealing to  
plastic, metal, rubber, or 
other substrates.
You can choose from tubings 
that are highly �exible or 
semirigid, designed for oper-
ation in high- or low-tem-
perature environments, 
halogen-free and �ame-re-
tardant to meet a range of 
industry standards.

Available in many sizes, con-
structions, lengths,  
and colors to meet commer-
cial, military or medical spec-
i�cations, our tubings can 
also be customized for  
special applications.
Installation is fast and easy 
with handheld heating tools 
or bench-mounted heaters. 
A range of automatic and 
semi-automatic installation 
equipment is available for 
high-volume applications.
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Tubing Categories

Single Wall

Dual Wall

Heavy Duty

Special Purpose

Very Flexible LSTT
Versa�t

Versa�t V2
Versa�t V4

Versa�t 3X

Flexible BRST
CGPE-105
CGPT

DCPT
RNF-100
RNF-3000

RP-4800
TUGA

BSTS/BSTS-FR
HF

HRHT
HRHF/HRNF/HRSR	
RMW

RHW
SST/SST-FR
URHT

DR-25
NT
NT-MIL
NTFR

RW-200
RW-200-E
SFR
SRFR

Semirigid

Semi-�exible ATUM
DWFR

DWP-125
HTAT

CRN RT-3

Flexible CGAT
DWTC

PTCM
RPPM

TAT-125

Semirigid

Elastomers

HT-200
RNF-150

RT-375
RT555

RW-175/RW-175-E
TFE and TFER

Fluoropolymers

DSPL
ES1000

ES2000		
FL2500

SCL
SCT

Medical-grade MFT-MT1000
MFT-MT2000

MT1000
MT2000
MT3000

MT5000
MT6000

MT-FEP
MT-LWA

MFT-MT1000 MFT-MT2000MicroFit

ES Caps
PD Caps

TC CapsCaps

HCTEConduit

RayBlock 85
RayBlock 105

RaySpool
Tubing Kits and Mini-Spools

Kits

XFFR
ZH-100

ZH2
ZH4

ZHTMLow toxicity

RayrimEdging material

HFT5000Fiber and fabric

Versa�exBraid

Type Product Name
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Speci�cation Cross-Reference Guide

Product 	 UL 	 CSA 	 AMS-DTL-23053*	 MIL-PRF-46846	 Raychem	 Page
Type	 File	 File	 Sheet	 Class	 Type	 Class	 Speci�cation	 No. 
ATUM	 E85381**		  /4	 3			   RW-2063 & RK-6024	 1-1
BRST							       RK-6766	 1-3
BSTS							       RW-2017	 1-5
BSTS-FR							       RW-2017	 1-5
CGAT	 E85381						      RW-2050	 1-7
CGPE-105							       CGPE-105 SCD	 1-9
CGPT	 E35586	 LR31929					     RW-2059	 1-11
CRN Type 1 (black)	 E35586�	 LR31929�	 /6	 1			   RT-360, Type 1	 1-13
CRN Type 2 (clear)			   /6	 2			   RT-360, Type 2	 1-13
DCPT	 E35586	 LR31929					     RW-2056	 1-15
DR-25			   /16				    RT-1116	 1-17
DSPL							       RK-6755	 1-19
DWFR	 E35586						      DWFR SCD	 1-21
DWP-125	 E35586	 LR31929					     DWP-125 SCD	 1-23
DWTC							       RK-6204	 1-25
ES1000	 E85381						      RT-1113	 1-27
ES2000	 E85381						      RT-1112	 1-29
ES Caps	 E85381						      RW-3006	 1-31
FL2500							       FL2500 SCD	 1-33
HCTE							       RT-1162	 1-35
HF							       RW-2023	 1-37
HFT5000	 E199379						      RW-2060	 1-39
HRHF							       RW-2013	 1-41
HRNF							       RW-2013	 1-41
HRSR							       RW-2013	 1-41
HRHT							       HRHT SCD	 1-43
HT-200			   /18	 3			   RW-1200	 1-45
HTAT							       RW-2052	 1-47
LSTT							       RW-2051	 1-49
MFT-MT1000							       Altera MicroFit SCD	 1-51
MFT-MT2000							       Altera MicroFit SCD	 1-51
MT1000							       MT1000 SCD	 1-53
MT2000							       MT2000 SCD	 1-55
MT3000							       MT3000 SCD	 1-57
MT5000							       MT5000 SCD	 1-59
MT6000							       MT6000 SCD	 1-61
MT-FEP							       MT-FEP SCD	 1-63
MT-LWA							       MT-LWA SCD	 1-65
NT							       RT-510	 1-67
NT-MIL			   /1	 1 & 2			   RW-3030	 1-69
NTFR							       RT-511	 1-71
PD Caps	 E85381						      PD Caps SCD	 1-73
PTCM							       RK-6768	 1-75
RayBlock 85							       RW-2101	 1-77
RayBlock 105							       RW-2102	 1-79
Rayrim Edging Material							       RK-6182	 1-81
RaySpool								        1-83
RHW	 E91151***						      RHW SCD	 1-87
RMW							       RMW SCD	 1-89
RNF-100 Type 1 (colors)	 E35586	 LR31929	 /5	 1			   RT-350, Type 1	 1-91
RNF-100 Type 2 (clear)			   /5	 2			   RT-350, Type 2	 1-93
RNF-150	 E35586 VW-1		  /18	 2			   RT-370	 1-95
RNF-3000	 E35586	 LR31929					     RW-2053	 1-97
RP-4800	 E35586		  /5	 1��			   RT-1122	 1-99
RPPM							       RK-6214	 1-101
RT-3	 E35586	 LR31929�					     RT-360���	 1-103
RT-375	 E35586 VW-1	 LR31929 VW-1	 /18	 2			   RT-375	 1-105
RT555	 E85381						      RT-555	 1-107
RW-175	 E35586 VW-1	 LR31929 VW-1	 /8				    RW-3029/2	 1-109
RW-175-E	 E35586 VW-1	 LR31929 VW-1					     RW-3029/1	 1-109
RW-200			   /13				    RW-3037	 1-111
RW-200-E					     III	 1	 RW-3037	 1-111
SCL	 E85381		  /4	 1			   RT-1301	 1-113
SCT							       SCT SCD	 1-115
SFR			   /10		  ll	 1	 RT-1140	 1-117
SRFR	 E85381 VW-1						      RT-1142/RW-2057	 1-119
SST							       RW-2011	 1-121
SST-FR			   /15	 1 & 2			   RW-2011	 1-123
TAT-125 Type 1 (colors)	 E85381		  /4	 2			   RW-3032	 1-125
TAT-125 Type 2 (clear)							       RW-3032	 1-125
TC Caps	 E85381						      TC Caps SCD	 1-127
TFE/TFER							       RW-2054, RW-2055 	 1-129
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RAYCHEM Tubing Products

Speci�cation Cross-Reference Guide (Continued)

Product 	 UL 	 CSA 	 AMS-DTL-23053*	 MIL-PRF-46846	 Raychem	 Page
Type	 File	 File	 Sheet	 Class	 Type	 Class	 Speci�cation	 No. 
Tubing Kits							       Various	 1-131
TUGA-GP							       RW-2201	 1-133
URHT							       URHT SCD	 1-135
Versa�t	 E35586 VW-1	 LR31929 VW-1	 /5	 1 & 3			   RW-3009	 1-137
Versa�t-3X	 E35586 VW-1	 LR31929 VW-1					     RW-3009	 1-139
Versa�t V2	 E35586 VW-1	 LR31929 VW-1					     RW-3023	 1-141
Versa�t V4	 E85381 VW-1	 LR31929 VW-1					     RW-3023	 1-143
Versa�ex							       RK-6772	 1-145
Versa�ex-FR								        1-145
XFFR							       RW-2016	 1-147
ZH2	 E35586 VW-1	 LR31929 VW-1					     RW-3036	 1-149
ZH4	 E85381 VW-1	 LR31929 VW-1					     RW-3036	 1-151
ZH-100							       RW-2031	 1-153
ZHTM						      	 RW-2058	 1-155
*Formerly MIL-I-23053 and MIL-DTL-23053  **Black only, except sizes 3/1 and 4/1.  ***Sizes 12/3 through 70/20 only.  
�Black only  �� Overexpanded  ���With exception to dimensions and longitudinal change.
�Sizes 1/8 through 3/4 only.
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Engineering Notes
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ATUM (Continued)

		  Inside Diameter		  Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 Total Wall 	 Adhesive Wall
		  as Supplied	 After Heating 	 After Heating 	 After Heating (Nominal) 
3:1
	 3/1	 3.0 [0.118] 	 1.0 [0.039]	 1.00 – 0.28 [0.039 – 0.010]	 0.50 [0.020]
	 4.5/1.5	 4.5 [0.177]	 1.5 [0.059]	 1.10 – 0.25 [0.043 – 0.011]	 0.50 [0.020]
	 6/2	 6.0 [0.236]	 2.0 [0.079] 	 1.00 – 0.28 [0.039 – 0.010] 	 0.50 [0.020]
	 9/3	 9.0 [0.354]	 3.0 [0.118]	 1.40 – 0.28 [0.055 – 0.010] 	 0.61 [0.024]
	 12/4	 12.0 [0.472] 	 4.0 [0.157]	 1.78 – 0.38 [0.070 – 0.015] 	 0.76 [0.030]
	 19/6	 19.0 [0.748] 	 6.0 [0.236]	 2.25 – 0.55 [0.088 – 0.022]	 0.76 [0.030]
	 24/8	 24.0 [0.940]	 8.0 [0.315]	 2.54 – 0.55 [0.100 – 0.022] 	 1.02 [0.040] 
	 40/13	 40.0 [1.570] 	 13.0 [0.512]	 2.54 – 0.55 [0.100 – 0.022] 	 1.02 [0.040] 
4:1
	 4/1	 4.0 [0.157] 	 1.0 [0.039]	 1.00 – 0.28 [0.039 – 0.010]	 0.50 [0.020]
	 8/2	 8.0 [0.315]	 2.0 [0.079]	 1.00 – 0.28 [0.039 – 0.010]	 0.50 [0.020]
	 12/3	 12.0 [0.472]	 3.0 [0.118]	 1.40 – 0.28 [0.055 – 0.010]	 0.61 [0.024]
	 16/4	 16.0 [0.630]	 4.0 [0.157]	 1.78 – 0.38 [0.070 – 0.015]	 0.76 [0.030]
	 24/6	 24.0 [0.945]	 6.0 [0.236]	 2.25 – 0.55 [0.088 – 0.022]	 0.76 [0.030]
	 32/8	 32.0 [1.260]	 8.0 [0.315]	 2.54 – 0.55 [0.100 – 0.022]	 1.02 [0.040]
	 52/13	 52.0 [2.050]	 13.0 [0.512]	 2.54 – 0.55 [0.100 – 0.022]	 1.02 [0.040]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)		
		  Nonstandard	 Clear in 3:1 sizes only (-X, non-�ame-retardant jacket); 
			   other colors available on request.
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging***	 In 1.2-meter [4-foot] lengths or on spools.
	 Ordering description****	 Specify product name, size and color (for example, ATUM 8/2-0).
***Only 1.2 meter [4-foot] lengths are standard in the Americas. ATUM tubing on spools is nonstandard. 
****For supply to MIL spec., add -MS to ordering description.

Product Dimensions

Ordering Information

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666
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BRST (Continued)

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	  
		  as Supplied	 After Heating 	 After Heating 
	 4/2	 4 [0.157]	 2 [0.079]	 0.4 – 0.08 [0.016 – 0.003]
	 6/3	 6 [0.236]	 3 [0.118]	 0.4 – 0.08 [0.016 – 0.003]
	 10/5	 10 [0.394]	 5 [0.197]	 0.5 – 0.08 [0.020 – 0.003]
	 16/8	 16 [0.630]	 8 [0.315]	 0.75 – 0.08 [0.030 – 0.003]
	 24/12	 24 [0.945]	 12 [0.472]	 0.85 – 0.08 [0.033 – 0.003]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)		
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, BRST-4/2-0).

Product Dimensions

Ordering Information

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666
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BSTS/BSTS-FR (Continued)

		  Inside Diameter		  Wall Thickness (Nominal)
		  Minimum 	 Maximum 	
	 Size	 Expanded 	 Recovered	 Expanded	 Recovered

		   as Supplied	 After Heating	 as Supplied	 After Heating***

	 BSTS-03	 7.62 [0.300]	 2.54 [0.100]	 0.63 [0.025]	 1.78 [0.070] 
	 BSTS-04 	 10.16 [0.400]	 3.81 [0.150]	 0.63 [0.025]	 1.78 [0.070] 
	 BSTS-07 	 19.05 [0.750]	 5.59 [0.220]	 0.76 [0.030]	 2.41 [0.095]
	 BSTS-11 	 27.94 [1.100]	 9.52 [0.375]	 1.02 [0.040]	 3.05 [0.120] 
	 BSTS-13 	 33.02 [1.300]	 9.52 [0.375]	 0.89 [0.035]	 3.05 [0.120] 
	 BSTS-15 	 38.10 [1.500]	 12.70 [0.500]	 1.27 [0.050]	 3.56 [0.140]
	 BSTS-17	 43.18 [1.700]	 12.70 [0.500]	 1.14 [0.045]	 3.56 [0.140]
	 BSTS-20 	 50.80 [2.000]	 19.05 [0.750]	 1.27 [0.050]	 3.94 [0.160]
	 BSTS-27 	 65.58 [2.700]	 22.86 [0.900]	 1.27 [0.050]	 3.94 [0.160]
	 BSTS-30 	 76.20 [3.000]	 31.75 [1.250]	 1.27 [0.050]	 3.94 [0.160]
	 BSTS-35 	 88.90 [3.500]	 31.75 [1.250]	 1.27 [0.050]	 3.94 [0.160]
	 BSTS-40 	 101.60 [4.000]	 44.45 [1.750]	 1.27 [0.050]	 3.94 [0.160]
	 BSTS-45 	 114.30 [4.500]	 44.45 [1.750]	 1.27 [0.050]	 3.94 [0.160]
***Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black
		  Nonstandard	 White, Yellow, Red and Clear (Clear is non-�ame retardant)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 1.2-meter [4-foot] or 7.5-meter [25-foot] lengths.
	 Ordering description	 See below.

Product Dimensions

Ordering Information

Part Numbering System
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Example: BSTS-11X4/NM

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
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te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666
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CGAT (Continued)

		  Inside Diameter	 Recovered Wall Thickness*
		  Minimum 	 Maximum 	 After Heating	 After Heating
	 Size	 Expanded 	 Recovered		
		   as Supplied	 After Heating	 Black	 Clear
	 3/1	 3.0 [0.118]	 1.0 [0.039]	 1.00–0.25 [0.039–.010]	 1.00–0.30 [0.039–.012]
	 6/2	 6.0 [0.236]	 2.0 [0.079]	 1.00–0.25 [0.039–.010]	 1.00–0.30 [0.039–.012]
	 9/3	 9.0 [0.354]	 3.0 [0.118]	 1.35–0.25 [0.053–.010]	 1.40–0.30 [0.055–.012]
	 12/4	 12.0 [0.472]	 4.0 [0.157]	 1.50–0.25 [0.059–.010]	 1.75–0.40 [0.039–.012]
	 18/6	 18.0 [0.709]	 6.0 [0.236]	 1.70–0.25 [0.067–.010]	 2.25–0.55 [0.089–.022]
	 24/8	 24.0 [0.945]	 8.0 [0.315]	 1.90–0.25 [0.075–.010]	 2.55–0.55 [0.100–.022]
	 39/13	 39.0 [1.535]	 13.0 [0.512]	 2.10–0.25 [0.083–.010]	 2.55–0.55 [0.100–.022]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0) Clear (X, non-�ame-retardant jacket)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.
	 Standard packaging**	 In 1.2 meter (4 foot) lengths or on spools.
	 Ordering description	 Specify product name, size and color (for example, CGAT-3/1-0).
**Available in the convenient RaySpool packaging/dispensing system, for sizes 3/1 to 24/8.

Product Dimensions

Ordering Information

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666
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CGPE-105 (Continued)

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	  
		  as Supplied	 After Heating 	 After Heating 
	 3/64	 1.2 [0.046]	 0.6 [0.023]	 0.40 – 0.08 [0.016 – 0.003]
	 1/16	 1.6 [0.063]	 0.8 [0.031]	 0.43 – 0.08 [0.017 – 0.003]
	 3/32	 2.4 [0.093]	 1.2 [0.046]	 0.51 – 0.08 [0.020 – 0.003]
	 1/8	 3.2 [0.125]	 1.6 [0.062]	 0.51 – 0.08 [0.020 – 0.003]
	 3/16	 4.8 [0.187]	 2.4 [0.093]	 0.51 – 0.08 [0.020 – 0.003]
	 1/4	 6.4 [0.250]	 3.2 [0.125]	 0.64 – 0.08 [0.025 – 0.003]
	 3/8	 9.5 [0.375]	 4.8 [0.187]	 0.64 – 0.08 [0.025 – 0.003]
	 1/2	 12.7 [0.500]	 6.4 [0.250]	 0.64 – 0.08 [0.025 – 0.003]
	 3/4	 19.1 [0.750]	 9.5 [0.375]	 0.76 – 0.08 [0.030 – 0.003]
	 1	 25.4 [1.000]	 12.7 [0.500]	 0.89 – 0.12 [0.035 – 0.005]
	 1 1/2	 38.1 [1.500]	 19.1 [0.750]	 1.02 – 0.15 [0.040 – 0.006]
	 2	 50.8 [2.000]	 25.4 [1.000]	 1.14 – 0.18 [0.045 – 0.007]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Black (-0), White (-9), Clear (-X), Red (-2), Bue (-6), Yellow (-4)				  
		  Green (-5), Violet (-7)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, CGPE-105-1/4-0).

Product Dimensions

Ordering Information

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666
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CGPT (Continued)

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	  
		  as Supplied	 After Heating 	 After Heating 
2:1
	 1.2/06	 1.2 [0.046]	 0.6 [0.023]	 0.45 – 0.12 [0.018 – 0.005]
	 1.6/0.8	 1.6 [0.062]	 0.8 [0.031]	 0.45 – 0.12 [0.018 – 0.005]
	 2.4/1.2	 2.4 [0.093]	 1.2 [0.046]	 0.50 – 0.12 [0.019 – 0.005]
	 3.2/1.6	 3.2 [0.125]	 1.6 [0.062]	 0.50 – 0.12 [0.019 – 0.005]***
	 4.8/2.4	 4.8 [0.187]	 2.4 [0.093]	 0.50 – 0.12 [0.019 – 0.005]***
	 6.4/3.2	 6.4 [0.250]	 3.2 [0.125]	 0.65 – 0.15 [0.026 – 0.006]***
	 9.5/4.8	 9.5 [0.375]	 4.8 [0.187]	 0.65 – 0.15 [0.026 – 0.006]***
	 12.7/6.4	 12.7 [0.500]	 6.4 [0.250]	 0.65 – 0.15 [0.026 – 0.006]***
	 19/9.5	 19.0 [0.748]	 9.5 [0.375]	 0.75 – 0.15 [0.029 – 0.006]***
	 25.4/12.7	 25.4 [1.000]	 12.7 [0.500]	 0.90 – 0.20 [0.035 – 0.008]***
	 32/16	 32.0 [1.250]	 16.0 [0.630]	 0.95 – 0.20 [0.037 – 0.008]
	 38/19	 38.0 [1.496]	 19.0 [0.748]	 1.00 – 0.20 [0.039 – 0.008]***
	 51/26	 51.0 [2.000]	 26.0 [1.000]	 1.15 – 0.25 [0.045 – 0.010]
	 76/38	 76.0 [2.992]	 38.0 [1.496]	 1.25 – 0.25 [0.049 – 0.010]
	 102/51	 102.0 [4.016]	 51.0 [2.008]	 1.40 – 0.30 [0.055 – 0.012]
3:1
	 1.5/0.5	 1.5 [0.059]	 0.5 [0.020]	 0.45 – 0.12 [0.018 – 0.005]
	 3/1	 3.0 [0.118]	 1.0 [0.040]	 0.55 – 0.12 [0.022 – 0.005]
	 6/2	 6.0 [0.236]	 2.0 [0.079]	 0.65 – 0.12 [0.026 – 0.005]
	 9/3	 9.0 [0.354]	 3.0 [0.118]	 0.75 – 0.15 [0.030 – 0.006]
	 12/4	 12.0 [0.472]	 4.0 [0.157]	 0.75 – 0.15 [0.030 – 0.006]
	 18/6	 18.0 [0.709]	 6.0 [0.236]	 0.85 – 0.15 [0.033 – 0.006]
	 24/8	 24.0 [0.945]	 8.0 [0.315]	 1.00 – 0.20 [0.039 – 0.008]
	 39/13	 39.0 [1.540]	 13.0 [0.512]	 1.15 – 0.25 [0.045 – 0.010]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0), White (-9), Red (-2), Blue (-6), Yellow (-4), Brown (-1), 		
			   Grey (-8), Clear (-X), Yellow/Green (-45) as indicated by an ***	
		  Nonstandard	 Orange (-3), Green (-5), Violet (-7), in 2:1 sizes, 1.2/0.6 through 51/26 only.
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging****	 On spools.
	 Ordering description	 Specify product name, size and color (for example, CGPT 4.8/2.4-0).
****�Available in the convenient RaySpool packaging/dispensing system for sizes:  

2:1 - 2.4/1.2 up to 25.4/12.7   
3:1 - 3/1 up to 24/8

Product Dimensions

Ordering Information

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

RAYCHEM Tubing Products
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CRN (Continued)

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	  
		  as Supplied	 After Heating 	 After Heating 
	 3/64	 1.2 [0.046]	 0.6 [0.023]	 0.51 – 0.08 [0.020 – 0.003]
	 1/16	 1.6 [0.063]	 0.8 [0.031]	 0.51 – 0.08 [0.020 – 0.003]
	 3/32	 2.4 [0.093]	 1.2 [0.046]	 0.51 – 0.08 [0.020 – 0.003]
	 1/8	 3.2 [0.125]	 1.6 [0.062]	 0.51 – 0.08 [0.020 – 0.003]
	 3/16	 4.8 [0.187]	 2.4 [0.093]	 0.64 – 0.08 [0.025 – 0.003]
	 1/4	 6.4 [0.250]	 3.2 [0.125]	 0.64 – 0.08 [0.025 – 0.003]
	 3/8	 9.5 [0.375]	 4.8 [0.187]	 0.76 – 0.08 [0.030 – 0.003]
	 1/2	 12.7 [0.500]	 6.4 [0.250]	 0.76 – 0.08 [0.030 – 0.003]
	 3/4	 19.1 [0.750]	 9.5 [0.375]	 0.89 – 0.12 [0.035 – 0.005]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0) 
		  Nonstandard	 Clear (-X, not �ame-retardant)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 In 1.2-meter [4-foot] lengths.
	 Ordering description***	 Specify product name, size and color (for example, CRN 1/4-0).
***Europe only. For supply to MIL spec., add -MS to ordering description.

Product Dimensions

Ordering Information

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

RAYCHEM Tubing Products
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

DCPT (Continued)

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	  
		  as Supplied	 After Heating 	 After Heating 
2:1
	 3/1.5	 3.0 [0.118] 	 1.5 [0.059]	 0.51 – 0.10 [0.020 – 0.004]
	 6/3	 6.0 [0.236]	 3.0 [0.118]	 0.58 – 0.10 [0.023 – 0.004]
	 8/4	 8.0 [0.315]	 4.0 [0.158]	 0.64 – 0.10 [0.025 – 0.004]
	 10/5	 10.0 [0.394]	 5.0 [0.197]	 0.64 – 0.10 [0.025 – 0.004]
	 12/6	 12.0 [0.472] 	 6.0 [0.236]	 0.64 – 0.10 [0.025 – 0.004]
	 19/9	 19.0 [0.748] 	 9.0 [0.354]	 0.76 – 0.12 [0.030 – 0.005]
	 26/13	 26.0 [1.024]	 13.0 [0.512]	 0.89 – 0.12 [0.035 – 0.005] 
	 38/19	 38.0 [1.500]	 19.0 [0.748]	 1.00 – 0.12 [0.039 – 0.005]
3:1
	 3/1	 3.0 [0.118]	 1.0 [0.039]	 0.55 – 0.10 [0.022 – 0.004]
	 6/2	 6.0 [0.236]	 2.0 [0.079]	 0.65 – 0.10 [0.026 – 0.004]
	 9/3	 9.0 [0.354]	 3.0 [0.118]	 0.75 – 0.15 [0.030 – 0.006]
	 12/4	 12.0 [0.472]	 4.0 [0.157]	 0.75 – 0.15 [0.030 – 0.006]
	 18/6	 18.0 [0.709]	 6.0 [0.236]	 0.85 – 0.15 [0.033 – 0.006]
	 24/8	 24.0 [0.945]	 8.0 [0.315]	 1.00 – 0.20 [0.039 – 0.008]
	 39/13	 39.0 [1.535]	 13.0 [0.512]	 1.15 – 0.20 [0.045 – 0.008]
	 51/19 	 51.0 [2.000]	 19.0 [0.748]	 1.02 – 0.15 [0.040 – 0.006]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Yellow/green stripe (-45)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, DCPT 8/4-45).

Product Dimensions

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

DR-25 (Continued)

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	  
		  as Supplied	 After Heating 	 After Heating 
	 1/8	 3.2 [0.125]	 1.6 [0.062]	 0.76 – 0.15 [0.030 – 0.006]
	 3/16	 4.8 [0.187]	 2.4 [0.093]	 0.84 – 0.15 [0.033 – 0.006]
	 1/4	 6.4 [0.250]	 3.2 [0.125]	 0.89 – 0.15 [0.035 – 0.006]
	 3/8	 9.5 [0.375]	 4.8 [0.187]	 1.02 – 0.20 [0.040 – 0.008]
	 1/2	 12.7 [0.500]	 6.4 [0.250]	 1.22 – 0.20 [0.048 – 0.008]
	 3/4	 19.0 [0.748]	 9.5 [0.375]	 1.45 – 0.28 [0.057 – 0.011]
	 1	 25.4 [1.000]	 12.7 [0.500]	 1.78 – 0.28 [0.070 – 0.011]
	 1 1/2	 38.0 [1.500]	 19.1 [0.750]	 2.41 – 0.41 [0.095 – 0.016]
	 2	 51.0 [2.000]	 25.4 [1.000]	 2.79 – 0.41 [0.110 – 0.016]
	 3	 76.0 [3.000]	 38.0 [1.500]	 3.18 – 0.50 [0.125 – 0.020]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)		
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description***	 Specify product name, size and color (for example, DR-25 1/8-0).
***Europe only. For supply to Def Stan and BS add -DS or -BS to ordering description.

Product Dimensions

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

DSPL (Continued)

			   Recovered Wall Thickness*
	 Part	 Minimum Expanded	 Maximum Recovered	  
	 Number	 as Supplied	 After Heating 	 After Heating 
	DSPL-NR1	 5.69 [0.224]	 1.27 [0.050]	 1.15 [0.045]
DSPL-NR2	 7.49 [0.295]	 1.65 [0.065]	 1.40 [0.055]
DSPL-NR3	 10.80 [0.425]	 2.40 [0.094]	 1.80 [0.071]
DSPL-NR4	 17.50 [0.689]	 4.50 [0.177]	 2.10 [0.083]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0), Clear (-X) (except DSPL-NR4)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.**  
	 Standard packaging	 In cut pieces and 1.2 meter [4-foot] lengths.
	 Ordering description	 Specify product name, size and color (for example, DSPL-NR1-0).
** Sleeves are number coded to assist with correct size selection

Product Dimensions

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL  RRD  08/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

DWFR (Continued)

		  Inside Diameter		  Recovered Wall Thickness*
		  Minimum 	 Maximum 	 Nominal	 Minimum
	 Size	 Expanded 	 Recovered	 Total Wall	 Adhesive Wall
		   as Supplied	 After Heating	 After Heating	 After Heating
3:1
	 3/1	 3.0 [0.118]	 1.0 [0.039]	 1.12 – 0.25 [0.044 – 0.010]	 0.25 [0.010]
	 6/2	 6.0 [0.236]	 2.0 [0.079]	 1.14 – 0.25 [0.045 – 0.010]	 0.25 [0.010]
	 9/3	 9.0 [0.354]	 3.0 [0.118]	 1.40 – 0.25 [0.055 – 0.010]	 0.56 [0.022]
	 12/4	 12.0 [0.472]	 4.0 [0.157]	 1.78 – 0.36 [0.070 – 0.014]	 0.58 [0.023]
	 19/6	 19.0 [0.748]	 6.0 [0.236]	 2.25 – 0.50 [0.088 – 0.020]	 0.58 [0.023]
	 24/8	 24.0 [0.945]	 8.0 [0.315]	 2.54 – 0.50 [0.100 – 0.020]	 0.79 [0.031]
	 40/13	 40.0 [1.575]	 13.0 [0.512]	 2.54 – 0.50 [0.100 – 0.020]	 0.86 [0.034]
4:1
	 4/1	 4.0 [0.157]	 1.0 [0.039]	 1.12 – 0.25 [0.044 – 0.010]	 0.25 [0.010]
	 8/2	 8.0 [0.315]	 2.0 [0.079]	 1.14 – 0.25 [0.045 – 0.010]	 0.25 [0.010]
	 12/3	 12.0 [0.472]	 3.0 [0.118]	 1.40 – 0.25 [0.055 – 0.010]	 0.56 [0.022]
	 16/4	 16.0 [0.630]	 4.0 [0.157]	 1.78 – 0.36 [0.070 – 0.014]	 0.58 [0.023]
	 24/6	 24.0 [0.945]	 6.0 [0.236]	 2.25 – 0.50 [0.088 – 0.020]	 0.58 [0.023]
	 32/8	 32.0 [1.260]	 8.0 [0.315]	 2.54 – 0.50 [0.100 – 0.020]	 0.79 [0.031]
	 52/13	 52.0 [2.047]	 13.0 [0.512]	 2.54 – 0.50 [0.100 – 0.020]	 0.86 [0.034] 
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

Product Dimensions

	 Color	 Standard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.  
	 Standard packaging	 In 1.2-meter [4-foot] lengths. 
	 Ordering description	 Specify product name, size, color and packaging (for example DWFR-3/1-0-STK).

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

DWP-125 (Continued)

		  Inside Diameter		  Recovered Wall Thickness*
		  Minimum 	 Maximum 	 Nominal	 Nominal
	 Size	 Expanded 	 Recovered	 Total Wall	 Adhesive Wall
		   as Supplied	 After Heating	 After Heating	 After Heating
	 1/8	 3.2 [0.125]	 1.0 [0.040]	 1.02 [0.040]	 0.18 [0.007]
	 3/16	 4.8 [0.187]	 1.5 [0.060]	 1.40 [0.055]	 0.51 [0.020]
	 1/4	 6.4 [0.250]	 2.0 [0.080]	 1.45 [0.057]	 0.56 [0.022]
	 3/8	 9.5 [0.375] 	 3.1 [0.120]	 1.65 [0.065]	 0.68 [0.027]
	 1/2	 12.7 [0.500]	 4.0 [0.157]	 1.78 [0.070]	 0.76 [0.030]
	 3/4	 19.1 [0.750]	 5.8 [0.230]	 2.03 [0.080]	 0.76 [0.030]
	 1	 25.4 [1.000]	 8.1 [0.320]	 2.50 [0.100]	 0.76 [0.030] 
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)		
		  Nonstandard	 White (-9), Red (-2), Blue (-6), Yellow (-4), Green (-5), 
			   Clear (-X, non-�ame-retardant jacket). 
			   Other colors available upon request.
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 In 1.2-meter [4-foot] lengths.
	 Ordering description	 Specify product name, size and color (for example, DWP-125 1/4-0).

Product Dimensions

Ordering Information





1-26

RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

DWTC (Continued)

		  Inside Diameter		  Recovered Wall Thickness*
		  Minimum 	 Maximum 	 Nominal	 Nominal
	 Size	 Expanded 	 Recovered	 Total Wall	 Adhesive Wall
		   as Supplied	 After Heating	 After Heating	 After Heating
	 4/1	 4.0 [0.158]	 1.0 [0.039]	 0.8 [0.032]	 0.3 [0.012]
	 8/2	 8.0 [0.315]	 2.0 [0.079]	 0.9 [0.035]	 0.3 [0.012]
	 12/3	 12.0 [0.472]	 3.0 [0.118]	 1.2 [0.047]	 0.4 [0.016]
	 16/4	 16.0 [0.630]	 4.0 [0.158]	 1.5 [0.059]	 0.5 [0.020] 
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

Product Dimensions

	 Color	 Standard	 Clear (-X)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.  
	 Standard packaging	 On spools, in 1.2-meter [4-foot] lengths. 
	 Ordering description	 Specify product name, size and color (for example DWTC-4/1-X-STK).

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

ES1000 (Continued)

		  Inside Diameter (Including Core) 			   Recovered Wall Thickness*
	 Part 	 Minimum 	 Maximum 	 Minimum 	 Minimum	 Minimum	
	
	 Number	 Expanded	 Recovered	 Total Wall	 Jacket Wall	 Adhesive Wall
		  as Supplied	 After Heating 	 After Heating	 After Heating 	 After Heating
	 ES1000-No.1	 5.72 [0.225]	 1.27 [0.050]	 1.20 [0.047]	 0.64 [0.025]	 0.56 [0.022]
	 ES1000-No.2	 7.44 [0.293]	 1.65 [0.065]	 1.52 [0.060]	 0.76 [0.030]	 0.76 [0.030]
	 ES1000-No.3	 10.85 [0.427]	 2.41 [0.095]	 1.91 [0.075]	 0.89 [0.035]	 1.02 [0.040]
	 ES1000-No.4	 17.78 [0.700]	 4.45 [0.175]	 2.41 [0.095]	 1.04 [0.041]	 1.37 [0.054]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

Product Dimensions

	 Color	 Standard	 Clear (-X)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.
	 Standard packaging	 Cut pieces.
	 Marking	 Tubing will be printed with its numbered size (such as ES-1, ES-2, ES-3, or ES-4).
	 Ordering description	 Specify product name, numbered size, color, and cut length  
		  (for example, ES1000-NO. 2-B9-X-50MM).

Ordering Information





1-30

RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

ES2000 (Continued)

		  Inside Diameter (Including Core) 			   Recovered Wall Thickness*
	 Part 	 Minimum 	 Maximum 	 Minimum 	 Minimum	 Minimum	
	
	 Number	 Expanded	 Recovered	 Total Wall	 Jacket Wall	 Adhesive Wall
		  as Supplied	 After Heating 	 After Heating	 After Heating 	 After Heating
	 ES2000-No.1	 5.72 [0.225]	 1.27 [0.050]	 1.20 [0.047]	 0.64 [0.025]	 0.56 [0.022]
	 ES2000-No.2	 7.44 [0.293]	 1.65 [0.065]	 1.52 [0.060]	 0.76 [0.030]	 0.76 [0.030]
	 ES2000-No.3	 10.85 [0.427]	 2.41 [0.095]	 1.91 [0.075]	 0.89 [0.035]	 1.02 [0.040]
	 ES2000-No.4	 17.78 [0.700]	 4.45 [0.175]	 2.41 [0.095]	 1.04 [0.041]	 1.37 [0.054]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

Product Dimensions

	 Color	 Standard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.
	 Standard packaging	 Cut pieces.
	 Marking	 Tubing will be printed with its numbered size (such as ES-1, ES-2, ES-3, or ES-4).
	 Ordering description	 Specify product name, numbered size, color, and cut length  
		  (for example, ES2000-NO. 2-B9-0-50MM).

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

ES Caps (Continued)

			   Inside Diameter  		  Recovered Wall Thickness** 			   (Including Core)
	 Part 	 Standard	 Minimum 	 Maximum 	 Minimum	 Minimum	 Minimum
	 Number	 Length* as Supplied 	 Expanded	 Recovered	 Total Wall	 Jacket Wall	 Adhesive 
Wall	
		  (Millimeters)	 as supplied	 After  Heating 	 After Heating	 After Heating	 After Heating
	 ES Cap-No.1	 30, 35	 5.72 [0.225]	 1.27 [0.050]	 1.20 [0.047]	 0.64 [0.025]	 0.56 [0.022]
	 ES Cap-No.2	 30, 35	 7.44 [0.293]	 1.65 [0.065]	 1.52 [0.060]	 0.76 [0.030]	 0.76 [0.030]
	 ES Cap-No.3	 40, 50	 10.85 [0.427]	 2.41 [0.095]	 1.91 [0.075]	 0.89 [0.035]	 1.02 [0.040]
*Other cap lengths available upon request.
**Wall thickness will be less if cap recovery is restricted during shrinkage.

Product Dimensions

	 Color	 Standard	 Black (-0), clear (-X)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Other cap lengths available on request.
	 Standard packaging	 In pieces.
	 Marking	 Caps will be marked with their numbered size (such as ES-1, ES-2, or ES-3).
	 Ordering description	 Specify product name, size, color, and length (for example, ES CAP-NO. 2-B9-X-35MM).

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

FL2500 (Continued)

		  Inside Diameter (Including Core)	 Recovered Wall Thickness*
	 Part	 Minimum 	 Maximum 	 Total	 Minimum
	 Number	 Expanded 	 Recovered	 Wall	 Adhesive Wall
		   as Supplied	 After Heating	 After Heating	 After Heating
	 FL2500-No. 1	 7.62 [0.300]	 1.65 [0.065]	 1.52 – 0.3 [0.060 – 0.012]	 0.71 [0.028]
	 FL2500-No. 2	 9.02 [0.355]	 2.29 [0.090]	 1.52 – 0.3 [0.060 – 0.012]	 0.71 [0.028]
	 FL2500-No. 3	 11.56 [0.455]	 2.54 [0.100]	 2.29 – 0.3 [0.090 – 0.012]	 1.32 [0.052]
	 FL2500-No. 4	 17.79 [0.700]	 4.45 [0.175]	 2.54 – 0.3 [0.100 – 0.012]	 1.35 [0.053]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

Product Dimensions

	 Color	 Black (-0) with a white adhesive liner.
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
	 Standard packaging	 Cut pieces. 
	 Marking	 Tubing will be marked with its numbered size (such as FL-1, FL-2, FL-3, or FL-4).
	 Ordering description	 Specify product name, size, color, and cut length  
		  (for example, FL2500-NO.2-I9-0-50MM).

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

HCTE (Continued)

		  Inside Diameter	 Outside Diameter	 Maximum 
	 Size	 Minimum	 Maximum 	 Wall Thickness
	 0187	 4.60 [0.181]	 8.10 [0.320]	 0.46 [0.018]
	 0281	 6.90 [0.273]	 10.50 [0.414]	 0.46 [0.018]
	 0312	 7.70 [0.306]	 11.80 [0.450]	 0.46 [0.018]
	 0375	 9.20 [0.364]	 12.90 [0.510]	 0.46 [0.018]
	 0437	 10.80 [0.427]	 14.50 [0.571]	 0.46 [0.018]
	 0500	 12.30 [0.485]	 16.50 [0.650]	 0.58 [0.023]
	 0625	 15.40 [0.608]	 19.50 [0.770]	 0.58 [0.023]
	 0750	 17.90 [0.730]	 23.60 [0.930]	 0.58 [0.023]
	 0875	 21.80 [0.860]	 27.20 [1.073]	 0.58 [0.023]
	 1000	 24.70 [0.975]	 31.10 [1.226]	 0.58 [0.023]
	 1250	 30.70 [1.210]	 35.30 [1.539]	 0.58 [0.023]
	 1500	 36.50 [1.437]	 46.50 [1.832]	 0.58 [0.023]
	 1625	 39.60 [1.562]	 50.17 [1.975]	 0.58 [0.023]
	 1750	 42.67 [1.688]	 52.88 [2.082]	 0.58 [0.023]
	 2000	 49.20 [1.937]	 59.23 [2.332]	 0.58 [0.023]

Product Dimensions

	 Color	 Standard	 Black (-0)
	 Size selection	 Always order a conduit size that will ensure that a ��ll factor� of 70% is not exceeded.
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, HCTE-0187-0).

Ordering Information
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HF (Continued)

			   Inside Diameter		   Wall Thickness**
	 Size	 Standard 	 Minimum 	 Maximum	 Nominal
		  Nominal Length	 Expanded	 Recovered	 Recovered 
		  (m/ft)	 as Supplied 	 After Heating	 After Heating
	 HF04	 1.2, 7.5 [4, 25]	 10.16 [0.400]	 3.81 [0.150]	 1.52 [0.060]
	 HF07	 1.2, 7.5 [4, 25]	 19.05 [0.750]	 5.59 [0.220]	 1.52 [0.060]
	 HF11	 1.2, 7.5 [4, 25]	 27.94 [1.100]	 9.52 [0.375]	 2.67 [0.105]
	 HF13	 1.2, 7.5 [4, 25]	 33.02 [1.300]	 9.52 [0.375]	 2.67 [0.105]
	 HF15	 1.2, 7.5 [4, 25]	 38.10 [1.500]	 12.70 [0.500]	 3.05 [0.120]
	 HF17	 1.2, 7.5 [4, 25]	 43.14 [1.700]	 12.70 [0.500]	 3.05 [0.120]
	 HF20	 1.2, 7.5 [4, 25]	 50.80 [2.000]	 19.05 [0.750]	 3.56 [0.140]
	 HF27	 1.2, 7.5 [4, 25]	 68.58 [2.700]	 22.86 [0.900]	 3.94 [0.155]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.
	 Standard packaging	 1.2-meter [4-foot] or 7.5-meter [25-foot] lengths. Nonstandard lengths are available upon	
 
		  request.
	 Ordering description	 See below.

Product Dimensions

Ordering Information

Part Numbering System
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Example: HF-17FRX25/NM
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HFT5000 (Continued)

		  Inside Diameter	
	
	 Size	 Minimum Expanded 	 Maximum Recovered 	
 
		  as Supplied	 After 
Heating	
Standard
	 12/6	 12 [0.47]	 6 [0.24]
	 20/10	 20 [0.79]	 10 [0.39]
	 30/15	 30 [1.18]	 15 [0.59]
	 40/20	 40 [1.57]	 20 [0.79]
	 50/25	 50 [1.97]	 25 [0.98]
	 60/30 	 60 [2.36]	 30 [1.18]
	 70/35	 70 [2.76]	 35 [1.38]
	 100/50	 100 [3.94]	 50 [1.97]
Non-Standard High Volume
	 25/12	 25 [0.98]	 12 [0.47]
	 34/17	 34 [1.34]	 17 [0.67]
	 80/40	 80 [3.15]	 40 [1.57]

Product Dimensions

	 Color	 Standard	 Black (-0)		
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, HFT5000-12/6-0).

Ordering Information
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HRHF/HRNF/HRSR (Continued)

	 Color	 Standard	 Black (-0)		
		  Nonstandard	 Clear available on request (not �ame-retardant; HRHF only)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Other sizes are available upon request.
	 Standard packaging	 Up to 18 inch lengths maximum.*
	 Ordering description	 See below.
*Cutting tolerance is – 0.125�. 

Product Dimensions

Ordering Information

Part Numbering System

“NM” - no mark

Coating
Adhesive (/97)
Sealant (/226)
Blank for no coating

Length in inches (up to 18 inch length 
maximum)

“FR” - flame-retardant for SR and HF
“CL” - Clear, non-flame-retardant; HF only

Size

Product Name
HRHF - high flex
HRNF - non-flame-retardant
HRSR - semirigid

HRHF -   _    _ -   _  / _   _ 

Example:  HRHF-125FR-10/226-NM

		  Inside Diameter	 Recovered Wall Thickness��
	 Size�	 Minimum Expanded	 Maximum Recovered	 Nominal 
		  as Supplied	 After Heating 	 After Heating 
	 HR**060	 15.24 [0.600]	 3.81 [0.150]	 1.52 [0.060]
	 HR**125	 31.75 [1.250]	 6.10 [0.240]	 1.52 [0.060]
	 HR**175	 44.45 [1.750]	 8.00 [0.315]	 2.41 [0.095] 
	 HR**200	 50.80 [2.000]	 9.52 [0.375]	 2.67 [0.105]
	 HR**250	 63.50 [2.500]	 12.70 [0.500]	 3.05 [0.120]
	 HR**300	 76.20 [3.000]	 19.05 [0.750]	 3.05 [0.120]
	 HR**400	 101.60 [4.000]	 22.86 [0.900]	 3.56 [0.140]
�For ** substitute HF, NF or SR for material required.
��Wall thickness will be less if tubing recovery is restricted during shrinkage.
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HRHT (Continued)

	 Color	 Standard	 Black (-0)		
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.  
	 Standard packaging	 In pieces.
	 Ordering description	 Specify product name, size and cut length (for example, HRHT-1/3).

Product Dimensions

Ordering Information

Part Numbering System

Add “NA” to the end of the part number if 
no adhesive is required

Unrestricted recovered length

Expanded inside diameter - as supplied

HRHT -   _  /  _    _

		  Inside Diameter	 Wall Thickness��
	 Size�	 Minimum Expanded	 Maximum Recovered	 Nominal Recovered
		  as Supplied	 After Heating 	 After Heating 
	HRHT-1/X 	 19.05 [0.750]	 3.05 [0.120]	 3.94 [0.155]
	HRHT-2/X 	 38.16 [1.500] 	 5.84 [0.230]	 3.94 [0.155]
	HRHT-3/X 	 50.80 [2.000]	 9.14 [0.360]	 3.94 [0.155]
	HRHT-4/X 	 76.20 [3.000]	 12.70 [0.500]	 3.94 [0.155]
	HRHT-5/X 	 114.30 [4.500]	 19.05 [0.750]	 3.94 [0.155]
��X� indicates recovered length in inches (e.g. for 3.0-inch length: HRHT-2/3).  The tolerance shall be +/- 10% of 
the speci�ed recovered length.
��Wall thickness will be less if tubing recovery is restricted during shrinkage.
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HT-200 (Continued)

	 Color	 Standard	 Clear (-X)		
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.  
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, HT-200-1/4-X).

Product Dimensions

Ordering Information

Part Numbering System

		  Inside Diameter	 Wall Thickness�
	 Size	 Minimum Expanded	 Maximum Recovered	 Nominal Recovered
		  as Supplied	 After Heating 	 After Heating 
	 3/64 	 1.17 [0.046]	 0.58 [0.023]	 0.25 – 0.05 [0.010 – 0.002]
	 1/16 	 1.60 [0.063]	 0.79 [0.031]	 0.25 – 0.05 [0.010 – 0.002]
	 3/32 	 2.36 [0.093]	 1.17 [0.046]	 0.25 – 0.05 [0.010 – 0.002]
	 1/8 	 3.17 [0.125]	 1.57 [0.063]	 0.25 – 0.05 [0.010 – 0.002]
	 3/16	 4.74 [0.187]	 2.36 [0.093]	 0.25 – 0.05 [0.010 – 0.002]
	 1/4 	 6.35 [0.250]	 3.17 [0.125]	 0.33 – 0.05 [0.013 – 0.002]
	 3/8	 9.50 [0.375]	 4.74 [0.187]	 0.33 – 0.05 [0.013 – 0.002]
	 1/2 	 12.70 [0.500]	 6.35 [0.250]	 0.33 – 0.05 [0.013 – 0.002]
	 3/4	 19.05 [0.750]	 9.50 [0.375]	 0.43 – 0.08 [0.017 – 0.003]
	 1 	 25.40 [1.000]	 12.70 [0.500]	 0.48 – 0.08 [0.019 – 0.003]
�Wall thickness will be less if tubing recovery is restricted during shrinkage.

HT-200-3/8-X-SP
		  Spool Packaging

		  Color is Clear

		  Size (expanded inside diameter – as supplied)

		  Very Flexible, Very Thin Wall Product
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HTAT (Continued)

		  Inside Diameter	 Recovered Wall Thickness*
		  Minimum 	 Maximum 	 Nominal	 Nominal
	 Size	 Expanded 	 Recovered	 Total Wall	 Adhesive Wall
		   as Supplied	 After Heating	 After Heating	 After Heating
	 4/1	 4.0 [0.158]	 1.0 [0.039]	 1.00 [0.039]	 0.40 [0.016]
	 8/2	 8.0 [0.315]	 2.0 [0.079]	 1.00 [0.039]	 0.50 [0.020]
	 12/3	 12.0 [0.472]	 3.0 [0.118]	 1.40 [0.055]	 0.60 [0.024]
	 16/4	 16.0 [0.630] 	 4.0 [0.158]	 1.75 [0.069]	 0.75 [0.030]
	 24/6	 24.0 [0.945]	 6.0 [0.236]	 2.25 [0.088]	 0.80 [0.032]
	 32/8	 32.0 [1.260]	 8.0 [0.315]	 2.50 [0.098]	 1.00 [0.039]
	 48/13	 48.0 [1.890]	 13.0 [0.512]	 2.55 [0.100]	 1.00 [0.039] 
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 In 1.2-meter [4-foot] lengths.
	 Ordering description	 Specify product name, size and color (for example, HTAT 8/2-0).

Product Dimensions

Ordering Information
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LSTT (Continued)

	 Color	 Standard	 Black (-0), red (-2), blue (-6), yellow (-4)		
		  Nonstandard	 Green (-5), grey (-8), white (-9), clear (-X)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Other sizes are available upon request.
	 Standard packaging	 On spools***
	 Ordering description	 Specify product name, size and color (for example, LSTT 6.4-0).
***Available in the convenient RaySpool packaging/dispensing system, for sizes 2.4 up to 25.4 

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness*
	 Size	 Minimum Expanded	 Maximum Recovered	 Nominal 
		  as Supplied	 After Heating 	 After Heating 
	 1.6	 1.6 [0.063]	 0.8 [0.031]	 0.50 – 0.12 [0.018 – 0.005]
	 2.4	 2.4 [0.093]	 1.2 [0.046]	 0.55 – 0.12 [0.022 – 0.005]
	 3.2	 3.2 [0.125]	 1.6 [0.062]	 0.55 – 0.12 [0.022 – 0.005]
	 4.8	 4.8 [0.187]	 2.4 [0.093]	 0.55 – 0.12 [0.022 – 0.005]
	 6.4	 6.4 [0.250]	 3.2 [0.125]	 0.65 – 0.15 [0.026 – 0.006]	
	 9.5	 9.5 [0.375]	 4.8 [0.187]	 0.65 – 0.15 [0.026 – 0.006]
	 12.7	 12.7 [0.500]	 6.4 [0.250]	 0.65 – 0.15 [0.026 – 0.006]
	 19.0	 19.0 [0.748]	 9.5 [0.375]	 0.80 – 0.15 [0.032 – 0.006]
	 25.4	 25.4 [1.000]	 12.7 [0.500]	 0.95 – 0.18 [0.037 – 0.007]
	 32.0	 32.0 [1.260]	 16.0 [0.630]	 1.05 – 0.20 [0.041 – 0.008]
	 38.0	 38.0 [1.496]	 19.0 [0.748]	 1.05 – 0.20 [0.041 – 0.008]
	 52.0**	 52.0 [2.047]	 26.0 [1.024]	 1.14 – 0.18 [0.045 – 0.007]
*Wall thickness will be les if tubing recovery is restricted during shrinkage.  
**Available in black only. 
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MicroFit (Continued)

Product Dimensions

			   MT1000	 MT2000
	 Color	 Standard	 Translucent (-X)	 Black (-0), clear (-X)
		  Nonstandard	 Black (-0)	 White (-9), red (-2), yellow (-4), 
				    blue (-6), orange (-3)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.
	 Standard packaging	 On plastic spools****
	 Ordering description	 Specify product name, material, size and color (for example, MFT-MT2000-NO.14-0).
****MFT-MT1000 and MFT-MT2000 are double bagged.

Ordering Information

		  As Supplied mm [inches]	 Recovered mm [inches]
	 Size	 Expanded I.D.	 Recovered I.D.	 Recovered Wall 
		  Minimum (D)	 Maximum (d)	 Maximum (W) 
	 MFT-*-No. 14-**	 0.356 [0.014]	 0.203 [0.008]	 0.152 [0.006]
	 MFT-*-No. 2-**	 0.610 [0.024]	 0.305 [0.012]	 0.152 [0.006]
	 MFT-*-No. 33-**	 1.143 [0.045] 	 0.432 [0.017]	 0.118 [0.007]
	 MFT-*-No. 65-**	 0.635 [0.025]	 0.254 [0.010]	 0.330 [0.013]
*Replace single asterisk with material type: MT1000 or MT2000.
**Replace double asterisk with color-code number.
***Wall thickness will be less if tubing recovery is restricted during shrinkage.
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MT1000 (Continued)

	 Color	 Standard	 Black (-0), Translucent (-X)		
		  Nonstandard	 White (-9) 
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 In 1.2-meter (4-foot) lengths, double bagged.
	 Ordering description	 Specify product name, size and color (for example, MT1000-1/8-X). 
		  Specify MT1000A for adhesive-lined constructions (special order).

Product Dimensions

Ordering Information

 		  As Supplied mm [inches]	 Recovered mm [inches]
	 Size	 Inside Diameter	 Inside Diameter		  Wall Thickness (W) 
		  Minimum (D)	 Maximum (d)	 Minimum 	 Maximum	  
Nominal	
	 3/64	 1.17 [0.046]	 0.58 [0.023]	 0.20 [0.008]	 0.31 [0.12]	 0.25 [0.010]
	 1/16	 1.60 [0.063]	 0.79 [0.031]	 0.20 [0.008]	 0.31 [0.12]	 0.25 [0.010]
	 3/32	 2.36 [0.093] 	 1.17 [0.046]	 0.20 [0.009]	 0.31 [0.12]	 0.25 [0.010]
	 1/8	 3.18 [0.125]	 1.58 [0.062]	 0.20 [0.009]	 0.31 [0.12]	 0.25 [0.010]
	 3/16	 4.75 [0.187]	 2.36 [0.093]	 0.20 [0.009]	 0.31 [0.12]	 0.25 [0.010]
	 1/4	 6.35 [0.250]	 3.18 [0.125]	 0.28 [0.011]	 0.38 [0.15]	 0.33 [0.013]
	 3/8	 9.53 [0.375]	 4.75 [0.187]	 0.28 [0.011]	 0.38 [0.15]	 0.33 [0.013]
	 1/2	 12.70 [0.500]	 6.35 [0.250]	 0.28 [0.011]	 0.38 [0.15]	 0.33 [0.013]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.
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MT2000 (Continued)

Product Dimensions

	 Color	 Standard	 Black (-0), clear (-X)		
		  Nonstandard	 White (-9), red (-2), blue (-6), yellow (-4), orange (-3)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On plastic spools, double-bagged.
	 Ordering description	 Specify product name, size and color (for example, MT2000-3.0-0). 
		  Specify MT2000A for adhesive-lined constructions (special order).

Ordering Information

		  As Supplied mm [inches]	 Recovered mm [inches]
	 Size	 Inside Diameter	 Inside Diameter		  Wall Thickness (W) 
		  Minimum (D)	 Maximum (d)	 Minimum 	 Maximum	  
Nominal	
	 1 mm	 1.0 [0.040]	 0.45 [0.018]	 0.20 [0.008]	 0.30 [0.12]	 0.25 [0.010]
	 2 mm	 2.0 [0.080]	 0.80 [0.032]	 0.20 [0.008]	 0.30 [0.12]	 0.25 [0.010]
	 3 mm	 3.0 [0.120] 	 1.20 [0.048]	 0.20 [0.008]	 0.30 [0.12]	 0.25 [0.010]
	 6 mm	 6.0 [0.240]	 2.40 [0.096]	 0.20 [0.008]	 0.30 [0.12]	 0.25 [0.010]
	 10 mm	 10.0 [0.400]	 4.00 [0.160]	 0.30 [0.012]	 0.41 [0.16]	 0.36 [0.014]
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MT3000 (Continued)

	 Color	 Standard	 Black (-0)		
		  Nonstandard	 White (-9)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On plastic spools, double-bagged.
	 Ordering description	 Specify product name, size and color (for example, MT3000 1/4-0).

Product Dimensions

Ordering Information

		  As Supplied mm [inches]	 Recovered mm [inches]
	 Size	 Inside Diameter	 Inside Diameter		  Wall Thickness (W) 
		  Minimum (D)	 Maximum (d)	 Minimum 	 Maximum	  
Nominal	
	 3/64	 1.17 [0.046]	 0.58 [0.023]	 0.20 [0.008]	 0.31 [0.12]	 0.25 [0.010]
	 1/16	 1.60 [0.063]	 0.79 [0.031]	 0.20 [0.008]	 0.31 [0.12]	 0.25 [0.010]
	 3/32	 2.36 [0.093] 	 1.17 [0.046]	 0.20 [0.008]	 0.31 [0.12]	 0.25 [0.010]
	 1/8	 3.18 [0.125]	 1.58 [0.062]	 0.20 [0.008]	 0.31 [0.12]	 0.25 [0.010]
	 3/16	 4.75 [0.187]	 2.36 [0.093]	 0.20 [0.008]	 0.31 [0.12]	 0.25 [0.010]
	 1/4	 6.35 [0.250]	 3.18 [0.125]	 0.28 [0.009]	 0.38 [0.15]	 0.33 [0.012]
	 3/8	 9.53 [0.375]	 4.75 [0.187]	 0.28 [0.009]	 0.38 [0.15]	 0.33 [0.012]
	 1/2	 12.70 [0.500]	 6.35 [0.250]	 0.28 [0.009]	 0.38 [0.15]	 0.33 [0.012]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.





1-60

RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

MT5000 (Continued)

	 Color	 Standard	 Black (-0), clear (-X), and blue (-6)		
		  Nonstandard	 White (-9), red (-2), yellow (-4), green (-5)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On plastic spools, double-bagged.
	 Ordering description	 Specify product name, size and color (for example, MT5000-1/4-0). 
		  Specify MT5000A for adhesive-lined constructions (special order).

Product Dimensions

Ordering Information

		  As Supplied mm [inches]	 Recovered mm [inches]
	 Size	 Inside Diameter	 Inside Diameter		  Wall Thickness (W) 
		  Minimum (D)	 Maximum (d)	 Minimum 	 Maximum	  
Nominal	
	 3/64	 1.17 [0.046]	 0.58 [0.023]	 0.33 [0.013]	 0.48 [0.019]	 0.40 [0.016]
	 1/16	 1.60 [0.063]	 0.79 [0.031]	 0.35 [0.014]	 0.50 [0.020]	 0.43 [0.017]
	 3/32	 2.36 [0.093] 	 1.17 [0.046]	 0.43 [0.017]	 0.58 [0.023]	 0.50 [0.020]
	 1/8	 3.18 [0.125]	 1.58 [0.062]	 0.43 [0.017]	 0.58 [0.023]	 0.50 [0.020]
	 3/16	 4.75 [0.187]	 2.36 [0.093]	 0.43 [0.017]	 0.58 [0.023]	 0.50 [0.020]
	 1/4	 6.35 [0.250]	 3.18 [0.125]	 0.56 [0.022]	 0.71 [0.028]	 0.64 [0.025]
	 3/8	 9.53 [0.375]	 4.75 [0.187]	 0.56 [0.022]	 0.71 [0.028]	 0.64 [0.025]
	 1/2	 12.70 [0.500]	 6.35 [0.250]	 0.56 [0.022]	 0.71 [0.028]	 0.64 [0.025]
	 3/4	 19.05 [0.750]	 9.53 [0.375]	 0.69 [0.027]	 0.84 [0.033]	 0.76 [0.030]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

MT6000 (Continued)

	 Color	 Standard		  Black (-0), clear (-X)	
		  Nonstandard	 Blue (-6), red (-2), white (-9), yellow (-4), green (-5)
	 Size selection	 Always order the largest size that will recover snugly over the substrate.  
		  Special order sizes are available upon request.
	 Standard packaging	 On plastic spools, double-bagged.
	 Ordering description	 Specify product name, size and color (for example, MT6000-3/16-X) 
		  Specify MT6000A for adhesive-lined constructions (special order).

Product Dimensions

Ordering Information

		  As Supplied mm [inches]	 Recovered mm [inches]
	 Size	 Inside Diameter	 Inside Diameter		  Wall Thickness (W) 
		  Minimum (D)	 Maximum (d)	 Minimum 	 Maximum	  
Nominal	
	 3/16	 4.75 [0.187]	 1.17 [0.046]	 0.43 [0.017]	 0.58 [0.023]	 0.51 [0.020]
	 1/4	 6.35 [0.250]	 1.57 [0.062]	 0.43 [0.017]	 0.58 [0.023]	 0.51 [0.020]
	 3/8	 9.53 [0.375]	 2.36 [0.093]	 0.43 [0.017]	 0.58 [0.023]	 0.51 [0.020]
	 1/2	 12.70 [0.500]	 3.18 [0.125]	 0.56 [0.022]	 0.71 [0.028]	 0.64 [0.025]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

MT-FEP (Continued)

Product Dimensions

Ordering Information 	 Color	 Clear (-X) standard
	 Size selection	 Order the appropriate FEP size based on your substrate.  
		  Special order sizes are available upon request.
	 Standard packaging	 In 4-foot (1.2 meter) lengths (-stk) double bagged.
	 Ordering description	 Specify product name and size (for example, MT-FEP-093-056-X-STK).

		  As Supplied mm [inches]	 Recovered mm [inches]
	 Size	 Inside Diameter	 Inside Diameter		  Wall Thickness (W) 
		  Minimum (D)	 Maximum (d)	 Minimum 	 Maximum	  
Nominal	
	 1/32	 0.9 [0.035]	 0.6 [0.025]	 0.15 [0.006]	 0.25 [0.010]	 0.20 [0.008]
	 3/64	 1.1 [0.045]	 0.8 [0.032]	 0.15 [0.006]	 0.25 [0.010]	 0.20 [0.008]
	 1/16	 1.6 [0.063]	 1.0 [0.040]	 0.15 [0.006]	 0.25 [0.010]	 0.20 
[0.008]	
	 3/32	 2.7 [0.093]	 1.4 [0.056]	 0.15 [0.006]	 0.25 [0.010]	 0.20 [0.008]
	 1/8	 3.2 [0.125]	 1.9 [0.075]	 0.18 [0.007]	 0.33 [0.013]	 0.25 [0.010]
	 3/16	 4.8 [0.188]	 2.9 [0.115]	 0.18 [0.007]	 0.33 [0.013]	 0.25 
[0.010]	
	 1/4	 6.4 [0.250]	 3.8 [0.150]	 0.18 [0.007]	 0.33 [0.013]	 0.25 [0.010]
	 3/8	 9.5 [0.375]	 5.7 [0.225]	 0.23 [0.009]	 0.38 [0.015]	 0.30 [0.012]
	 1/2	 12.7 [0.500]	 7.6 [0.300]	 0.28 [0.011]	 0.48 [0.019]	 0.38 [0.015]
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

MT-LWA (Continued)

Product Dimensions
2:1 Expansion  
Ratio Dimensions  
(–)

	 Color	 Clear (-X) Only
	 Size selection	 Always order the largest size that will recover snugly over the substrate.  
		  Special order sizes are available upon request.
	 Standard packaging	 On plastic spools (SP), double-bagged.
	 Ordering description	 Specify product name and size (for example, MT-LWA-032-X-SP).

Ordering Information

		  As Supplied mm [inches]	 Recovered mm [inches]
	 Size	 Inside Diameter (D)	 Inside Diameter (d)	 Wall Thickness (W) 
	 1/32	 1.02 – 0.13 [0.040 – 0.005]	 0.33 – 0.05 [0.013 – 0.002]	 0.25 – 0.05 [0.010 – 0.002]
	 3/64	 1.40 – 0.13 [0.055 – 0.005]	 0.51 – 0.08 [0.020 – 0.003]	 0.31 – 0.05 [0.012 – 0.002]
	 1/16	 1.83 – 0.13 [0.072 – 0.005]	 0.69 – 0.10 [0.027 – 0.004]	 0.43 – 0.08 [0.017 – 0.003]
	 3/32	 2.72 – 0.20 [0.107 – 0.008]	 1.07 – 0.10 [0.042 – 0.004]	 0.51 – 0.08 [0.020 – 0.003]
	 1/8	 3.56 – 0.25 [0.140 – 0.010]	 1.45 – 0.13 [0.057 – 0.005]	 0.51 – 0.08 [0.020 – 0.003]
	 3/16	 5.21 – 0.25 [0.205 – 0.010]	 2.18 – 0.18 [0.086 – 0.007]	 0.51 – 0.08 [0.020 – 0.003]
	 1/4	 6.99 – 0.38 [0.275 – 0.015]	 2.97 – 0.20 [0.117 – 0.008]	 0.64 – 0.08 [0.025 – 0.003]
	 3/8	 10.54 – 0.51 [0.415 – 0.020]	 4.34 – 0.41 [0.171 – 0.016]	 0.64 – 0.08 [0.025 – 0.003]

		  As Supplied mm [inches]	 Recovered mm [inches]
	 Size	 Inside Diameter (D)	 Inside Diameter (d)	 Wall Thickness (W) 
		  Minimum	 Maximum	 Nominal 
	 0.032	 0.81 [0.032]	 0.28 [0.011]	 0.25 – 0.05 [0.010 – 0.002]
	 0.063	 1.60 [0.063]	 0.53 [0.021]	 0.41 – 0.05 [0.016 – 0.002]
	 0.078	 1.98 [0.078]	 0.64 [0.025]	 0.41 – 0.05 [0.016 – 0.002]
	 0.094	 2.39 [0.094]	 0.79 [0.031]	 0.51 – 0.08 [0.020 – 0.003]
	 0.110	 2.79 [0.110]	 0.86 [0.034]	 0.51 – 0.08 [0.020 – 0.003]
	 0.125	 3.18 [0.125]	 1.07 [0.042]	 0.51 – 0.08 [0.020 – 0.003]
	 0.188	 4.78 [0.188]	 1.60 [0.063]	 0.51 – 0.08 [0.020 – 0.003]
	 0.250	 6.35 [0.250]	 2.11 [0.083]	 0.64 – 0.08 [0.025 – 0.003]
	 0.375	 9.53 [0.375]	 3.18 [1.125]	 0.64 – 0.08 [0.025 – 0.003]

3:1 Expansion  
Ratio Dimensions (Min./
Max)
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9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

NT (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	  
		  as Supplied	 After Heating 	 After Heating 
	 1/8	 3.2 [0.125]	 1.6 [0.061]	 0.69 – 0.20 [0.027 – 0.008]
	 3/16	 4.8 [0.187]	 2.5 [0.100]	 0.84 – 0.25 [0.033 – 0.010]
	 1/4	 6.4 [0.250]	 3.6 [0.143] 	 0.89 – 0.25 [0.035 – 0.010] 
	 3/8	 9.5 [0.375]	 5.5 [0.214]	 1.01 – 0.25 [0.040 – 0.010]
	 1/2	 12.7 [0.500]	 7.3 [0.286]	 1.21 – 0.38 [0.048 – 0.015]
	 5/8	 15.9 [0.625]	 9.1 [0.357] 	 1.32 – 0.38 [0.052 – 0.015]
	 3/4	 19.1 [0.750]	 10.9 [0.428]	 1.44 – 0.38 [0.057 – 0.015]
	 7/8	 22.2 [0.875]	 12.7 [0.500]	 1.65 – 0.38 [0.065 – 0.015]
	 1	 25.4 [1.000]	 14.5 [0.570]	 1.77 – 0.51 [0.070 – 0.020]
	 1 1/4	 31.8 [1.250]	 18.1 [0.714]	 2.20 – 0.51 [0.087 – 0.020]
	 1 1/2	 38.1 [1.500]	 21.8 [0.857]	 2.41 – 0.51 [0.095 – 0.020]
	 1 3/4	 44.5 [1.750]	 25.4 [1.000]	 2.71 – 0.51 [0.107 – 0.020]
	 2	 50.8 [2.000]	 29.0 [1.140]	 2.79 – 0.51 [0.110 – 0.020]
	 3	 76.2 [3.000]	 43.4 [1.710]	 3.17 – 0.51 [0.125 – 0.020]	
	 4	 101.6 [4.000]	 57.9 [2.280]	 3.55 – 0.51 [0.140 – 0.020]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)		
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, NT 1/4-0).
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9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

NT-MIL (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness*
	 Size	 Minimum Expanded	 Maximum Recovered	  
		  as Supplied	 After Heating 	 After Heating 
	 1/8	 3.2 [0.125]	 1.6 [0.061]	 0.69 – 0.20 [0.027 – 0.008]
	 3/16	 4.8 [0.187]	 2.5 [0.100]	 0.84 – 0.25 [0.033 – 0.010]
	 1/4	 6.4 [0.250]	 3.6 [0.143]	 0.89 – 0.25 [0.035 – 0.010]
	 3/8	 9.5 [0.375]	 5.4 [0.211]	 1.01 – 0.25 [0.040 – 0.010]
	 1/2	 12.7 [0.500]	 7.3 [0.286]	 1.21 – 0.38 [0.048 – 0.015]
	 5/8	 15.9 [0.625]	 9.1 [0.357]	 1.32 – 0.38 [0.052 – 0.015]
	 3/4	 19.1 [0.750]	 10.9 [0.428]	 1.44 – 0.38 [0.057 – 0.015]
	 7/8	 22.2 [0.875]	 12.7 [0.500]	 1.65 – 0.38 [0.065 – 0.015]
	 1	 25.4 [1.000]	 14.5 [0.570]	 1.77 – 0.51 [0.070 – 0.020]
	 1 1/4	 31.8 [1.250]	 18.1 [0.714]	 2.20 – 0.51 [0.087 – 0.020]
	 1 1/2	 38.1 [1.500]	 21.8 [0.857]	 2.41 – 0.51 [0.095 – 0.020]
	 1 3/4	 44.5 [1.750]	 25.4 [1.000]	 2.71 – 0.51 [0.107 – 0.020]
	 2	 50.8 [2.000]	 29.0 [1.140]	 2.79 – 0.51 [0.110 – 0.020]
	 3	 76.2 [3.000]	 43.4 [1.710]	 3.17 – 0.51 [0.125 – 0.020]
	 4	 101.6 [4.000]	 57.9 [2.280]	 3.55 – 0.51 [0.140 – 0.020]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)		
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, NT-MIL 1/4-0).
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9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

NTFR (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	  
		  as Supplied	 After Heating 	 After Heating 
	 1/8	 3.2 [0.125]	 1.6 [0.061]	 0.69 – 0.20 [0.027 – 0.008]
	 3/16	 4.8 [0.187]	 2.5 [0.100]	 0.84 – 0.25 [0.033 – 0.010]
	 1/4	 6.4 [0.250]	 3.6 [0.143] 	 0.89 – 0.25 [0.035 – 0.010] 
	 3/8	 9.5 [0.375]	 5.5 [0.214]	 1.01 – 0.25 [0.040 – 0.010]
	 1/2	 12.7 [0.500]	 7.3 [0.286]	 1.21 – 0.38 [0.048 – 0.015]
	 5/8	 15.9 [0.625]	 9.1 [0.357] 	 1.32 – 0.38 [0.052 – 0.015]
	 3/4	 19.1 [0.750]	 10.9 [0.428]	 1.44 – 0.38 [0.057 – 0.015]
	 7/8	 22.2 [0.875]	 12.7 [0.500]	 1.65 – 0.38 [0.065 – 0.015]
	 1	 25.4 [1.000]	 14.5 [0.570]	 1.77 – 0.51 [0.070 – 0.020]
	 1 1/4	 31.8 [1.250]	 18.1 [0.714]	 2.20 – 0.51 [0.087 – 0.020]
	 1 1/2	 38.1 [1.500]	 21.8 [0.857]	 2.41 – 0.51 [0.095 – 0.020]
	 1 3/4	 44.5 [1.750]	 25.4 [1.000]	 2.71 – 0.51 [0.107 – 0.020]
	 2	 50.8 [2.000]	 29.0 [1.140]	 2.79 – 0.51 [0.110 – 0.020]
	 3	 76.2 [3.000]	 43.4 [1.710]	 3.17 – 0.51 [0.125 – 0.020]	
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)		
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, NTFR 1/4-0).
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9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

PD Caps (Continued)

	 Color	 Standard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 In pieces.
	 Ordering description	 Specify product name, size and color (for example, PD Caps 1/4-0).

Product Dimensions

Ordering Information

		  Length		  Inside Diameter		 Recovered 
	 Size	 Nominal  	 Minimum Open 	 Minimum 	 Maximum 	  Wall Thickness**
		  Overall as 	 Barrel as 	 Expanded 	 Recovered	 Total Wall
		  Supplied	 Supplied*	 as Supplied	 After Heating	 After Heating	
	 1/8	 25.4 [1.00]	 12.7 [0.50]	 3.18 [0.125]	 0.58 [0.023]	 1.22 – 0.15 [0.048 – 0.006]
	 3/16	 25.4 [1.00]	 15.2 [0.60]	 4.75 [0.187]	 1.52 [0.060]	 1.57 – 0.20 [0.062 – 0.008]
	 1/4	 28.4 [1.12]	 15.2 [0.60]	 6.35 [0.250]	 2.03 [0.080]	 1.98 – 0.25 [0.078 – 0.010]
	 3/8	 31.8 [1.25]	 18.3 [0.72]	 9.53 [0.375]	 2.29 [0.090]	 2.08 – 0.25 [0.082 – 0.010]
	 1/2	 38.1 [1.50]	 21.6 [0.85]	 12.70 [0.500]	 2.29 [0.090]	 2.54 – 0.25 [0.100 – 0.010]
*See glossary for de�nition of �barrel.�
**Wall thickness will be less if recovery is restricted during shrinkage.
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9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

PTCM (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness*
	 Size	 Minimum Expanded	 Maximum Recovered	  
		  as Supplied	 After Heating 	 After Heating 
	 9/1.5	 9.0 [0.354]	 1.5 [0.059]	 1.60 – 0.20 [0.062 – 0.008]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard           Clear (-X)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.  
	 Standard packaging	 On spools.
	 Ordering description	 PTCM-9/1.5-X-SP
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9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
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RayBlock 85 (Continued)

Product Dimensions 							       Tubing
	

Part 	 No. of	
	 Pro�le			   Inside Diameter

	 No.	 Channels	 			   Minimum	 Maximum
		   	 Outside	 Length	 Width	 Expanded	 Recovered	 Nominal
			   Height			   as Supplied	 After Heating	 Length
	 RayBlock 85 Kit 0102-A0	 2	 8.5 [0.335]	 2.75 [0.108]	 8.50 [0.335]	 12.0 [0.472]	 3.0 [0.118]	 40 [1.57]
	 RayBlock 85 Kit 0203-A0	 3	 8.5 [0.335]	 2.75 [0.108]	 12.25 [0.482]	 24.0 [0.945]	 6.0 [0.236]	 47 [1.85]
	 RayBlock 85 Kit 0504-A0	 4	 8.5 [0.335]	 2.75 [0.108]	 16.00 [0.630]	 16.0 [0.630]	 4.0 [0.158]	 40 [1.57]
	 RayBlock 85 Kit 0405-A0	 5	 8.5 [0.335]	 2.75 [0.108]	 19.75 [0.778]	 24.0 [0.945]	 6.0 [0.236]	 45 [1.77]
	 RayBlock 85 Kit 0107-A0	 7	 8.5 [0.335]	 2.75 [0.108]	 27.25 [1.070]	 24.0 [0.945]	 6.0 [0.236]	 65 [2.56]
	 RayBlock 85 Kit 0510-A0	 10	 8.5 [0.335]	 2.75 [0.108]	 38.50 [1.520]	 32.0 [1.260]	 8.0 [0.315]	 55 [2.17]

Ordering Information 	 Color	 Standard	 Black (-0)
	 Size selection	� For wire with an outside diameter smaller than 2.8 [0.110] ,  

use a maximum of two wires per channel.
		�  For wire with an outside diameter of 2.8�3.5 [0.110 to 0.138],  

use a maximum of one wire per channel.
		  Special order sizes are available upon request.
	 Standard packaging	 One kit (contains 1000 pcs. of pro�le and 1000 pcs. of tubing).
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RayBlock 105 (Continued)

Product Dimensions 							       Tubing
	

Part 	 No. of	
	 Pro�le			   Inside Diameter

	 No.	 Channels	 			   Minimum	 Maximum
		   	 Outside	 Length	 Width	 Expanded	 Recovered	 Nominal
			   Height			   as Supplied	 After Heating	 Length
	 RayBlock 105 Kit 0102-A0	 2	 8.5 [0.335]	 2.75 [0.108]	 8.50 [0.335]	 12.0 [0.472]	 3.0 [0.118]	 40 [1.57]
	 RayBlock 105 Kit 0103-A0	 3	 8.5 [0.335]	 2.75 [0.108]	 12.25 [0.482]	 16.0 [0.630]	 4.0 [0.158]	 40 [1.57]
	 RayBlock 105 Kit 0504-A0	 4	 8.5 [0.335]	 2.75 [0.108]	 16.00 [0.630]	 16.0 [0.630]	 4.0 [0.158]	 45 [1.77]
	 RayBlock 105 Kit 0105-A0	 5	 8.5 [0.335]	 2.75 [0.108]	 19.75 [0.778]	 24.0 [0.945]	 6.0 [0.236]	 45 [1.77]
	 RayBlock 105 Kit 0107-A0	 7	 8.5 [0.335]	 2.75 [0.108]	 27.20 [1.070]	 24.0 [0.945]	 6.0 [0.236]	 65 [2.56]
	 RayBlock 105 Kit 0110-A0	 10	 8.5 [0.335]	 2.75 [0.108]	 38.50 [1.520]	 32.0 [1.260]	 8.0 [0.315]	 65 [2.56]

Ordering Information 	 Color	 Standard	 Black (-0)
	 Size selection	� For wire with an outside diameter smaller than 2.8 [0.110], use a maximum of two  

wires per channel.
		�  For wire with an outside diameter of 2.8�3.5 [0.110�0.138], use a maximum of one  

wire per channel.
		  Special order sizes are available upon request.
	 Standard packaging	 One kit (contains 1000 pcs. of pro�le and 1000 pcs. of tubing).
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Edging Material (Continued)

Product Dimensions

	 Size	 A (maximum)	 B (minimum)	 C (minimum)	 D (minimum)	 E (typical)
	 NR6	 0.6 [0.024]	 0.5 [0.020]	 3.5 [0.138]	 0.8 [0.032]	 1.25 [0.049]	
	 NR7	 1.0 [0.039]	 0.9 [0.035]	 4.8 [0.189]	 1.6 [0.063]	 1.25 [0.049]	
	 NR8	 2.0 [0.079]	 0.9 [0.035]	 6.6 [0.260]	 2.5 [0.098]	 2.25 [0.089]
	 NR9	 4.2 [0.165]	 0.9 [0.035]	 13.5 [0.532]	 4.5 [0.177]	 2.20 [0.087]

Application Range 	 Plate SWG	 Thickness	 Recommended minimum bend radius
	 30-24	 0.31-0.56 [0.012-0.022]	 10 [0.394]
	 23-16	 0.61-1.63 [0.026-0.064]	 15 [0.591]
	 15-10	 1.83-3.25 [0.072-0.128]	 20 [0.787]
	 9-5	 3.66-5.38 [0.144-0.212]	 25 [0.984]

Ordering Information 	 Color	 Standard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly on edge of the panel.
	 Standard packaging	 1.2-meter [4-foot] lengths.
	 Ordering description	 Specify product name, size number and color (for example, Rayrim-NR6-0).
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RAYCHEM Tubing Products

1

Heat-shrinkable Tubing

RaySpool (Continued)

LSTT 2:1
Product Dimensions

Color	 Standard           Black (-0) 
Size selection	 Always order the largest size that will shrink snugly over the component to be covered.  
Standard packaging	 On mini spools.
Ordering description	 See above for description

CGAT 3:1
Product Dimensions

Ordering Information

			   Inside Diameter		  Recovered Wall  
					     Thickness*
	 Size	 Minimum		  Maximum 	 After	 Spool	 Ordering
		  Expanded		  Recovered 	 Heating	 Quantity	 Description 
		  as Supplied		  After Heating		  (meters)
	 3/1�	 3.0 (0.118)		  1.0 (0.040)	 1.00 – 0.25	 5.0	 CGAT-R-3/1-0
	 6/2�	 6.0 (0.236)		  2.0 (0.079)	 1.00 – 0.25	 3.5	 CGAT-R-6/2-0
	 9/3�	 9.0 (0.354)		  3.0 (0.118)	 1.35 – 0.25	 3.0	 CGAT-R-9/3-0
	 12/4�	 12.0 (0.472)		  4.0 (0.157)	 1.50 – 0.25	 2.5	 CGAT-R-12/4-0
	 18/6�	 18.0 (0.709)		  6.0 (0.236)	 1.70 – 0.25	 2.0	 CGAT-R-18/6-0
	 24/8�	 24.0 (0.945)		  8.0 (0.315)	 1.90 – 0.25	 1.5	 CGAT-R-24/8-0
KIT CONTAINS SIZES INDICATED BY � (black only)			   CGAT-R-KIT-1
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

Color	 Standard	 Black (-0) 
Size selection	 Always order the largest size that will shrink snugly over the component to be covered.  
Standard packaging	 On mini spools.
Ordering description	 See above for description

Ordering Information

			   Inside Diameter		  Recovered Wall  
					     Thickness*
	 Size	 Minimum		  Maximum 	 After	 Spool	 Ordering
		  Expanded		  Recovered 	 Heating	 Quantity	 Description 
		  as Supplied		  After Heating		  - Black (meters)
	 2.4/1.2� 	 2.4 (0.093)		  1.2 (0.046)	 0.55 – 0.12	 10.0	 LSTT-R-2.4-0
	 3.2/1.6�	 3.2 (0.125)		  1.6 (0.062)	 0.55 – 0.12	 10.0	 LSTT-R-3.2-0
	 4.8/2.4�	 4.8 (0.187) 		  2.4 (0.093)	 0.55 – 0.12	 9.0	 LSTT-R-4.8-0
	 6.4/3.2�	 6.4 (0.250) 		  3.2 (0.125)	 0.65 – 0.15	 8.0	 LSTT-R-6.4-0
	 9.5/4.8	 9.5 (0.375)		  4.8 (0.187)	 0.65 – 0.15	 6.0	 LSTT-R-9.5-0
	 12.7/6.4�	 12.7 (0.500) 		  6.4 (0.250)	 0.65 – 0.15	 6.0	 LSTT-R-12.7-0
	 19/9.5	 19.0 (0.748)		  9.5 (0.375)	 0.80 – 0.15	 5.0	 LSTT-R-19.0-0
	25.4/12.7�	 25.4(1.000) 		  12.7 (0.500)	 0.95 – 0.18	 3.0	 LSTT-R-25.4-0
KIT CONTAINS SIZES INDICATED BY � (black only)			   LSTT-R-KIT-1
*Wall thickness will be less if tubing recovery is restricted during shrinkage.
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RHW (Continued)

	 Color	 Standard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes available upon request.
	 Standard packaging	 1200mm lengths.
	 Marking	 Tubing will be marked with product name, size and batch number.
	 Ordering description	 Specify product name, size, cut length (for example, RHW-12/3-1200/ADH-0).

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 Minimum 
		  as Supplied	 After Heating 	 Jacket Wall 
	 12/3	 12 [0.472]	 3 [0.118]	 2.0 [0.079]
	 16/4	 16 [0.630]	 4 [0.158]	 2.4 [0.095]
	 24/6	 24 [0.945]	 6 [0.236]	 2.7 [0.106]
	 34/8	 33 [1.299]	 8 [0.315]	 4.0 [0.157]
	 48/12	 48 [1.890]	 12 [0.472]	 4.5 [0.177]
	 56/16	 56 [2.205]	 16 [0.630]	 4.4 [0.173]
	 70/20	 70 [2.756]	 20 [0.787]	 4.4 [0.173]
	 90/25	 90 [3.543]	 25 [0.984]	 4.3 [0.169]
	 110/30	 110 [4.331]	 30 [1.181]	 4.3 [0.169]
	 130/55	 130 [5.118]	 35 [1.378]	 4.3 [0.169]
	 160/50	 160 [6.229]	 50 [1.968]	 4.3 [0.169]
	 180/50	 180 [7.087]	 50 [1.968]	 4.3 [0.169]
	 200/50	 200 [7.874]	 50 [1.968]	 4.3 [0.169]
	 250/65	 250 [9.842]	 65 [2.559]	 4.3 [0.169]
	 320/95	 320 [12.598]	 95 [3.740]	 4.3 [0.169]
	 390/110	 390 [15.354]	 110 [4.331]	 4.3 [0.169]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.
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RMW (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 Minimum 
		  as Supplied	 After Heating 	 Jacket Wall 
	 10/3	 10 [0.394]	 3 [0.118]	 1.0 [0.039]
	 16/5	 16 [0.630]	 5 [0.197]	 1.4 [0.055]
	 25/8	 25 [0.984]	 8 [0.315]	 2.0 [0.079]
	 35/12	 35 [1.378]	 12 [0.472]	 2.0 [0.079]	
	 50/16	 50 [1.968]	 16 [0.630]	 2.0 [0.079]
	 63/19	 63 [2.480]	 19 [0.748]	 2.4 [0.095]
	 75/22	 75 [2.953]	 22 [0.866]	 2.7 [0.106]
	 85/25	 85 [3.346]	 25 [0.984]	 2.8 [0.110]
	 95/29	 95 [3.740]	 29 [1.142]	 3.1 [0.122]
	 115/34	 115 [4.528]	 34 [1.339]	 3.1 [0.122]
	 140/42	 140 [5.112]	 42 [1.654]	 3.1 [0.122]
	 160/50	 160 [6.299]	 50 [1.968]	 3.2 [0.126]
	 180/60	 180 [7.087]	 60 [2.362]	 3.2 [0.126]
	 245/80*	 245 [9.646]	 80 [3.150]	 2.4 [0.095]
	 285/135	 285 [11.220]	 135 [5.315]	 1.4 [0.055]
*Uncoated only
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes available upon request.
	 Standard packaging	 1200mm lengths.
	 Marking	 Tubing will be marked with product name, size and batch number. 
	 Ordering description	 Specify product name, size, cut length, coating option  
		  (for example, RMW-10/3-1200/U-0; 			    
		  ADH = Adhesive-lined, U = Uncoated).
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RNF-100 (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 After Heating 
		  as Supplied	 After Heating 	
	 3/64	 1.2 [0.046]	 0.6 [0.023]	 0.40 – 0.08 [0.016 – 0.003]
	 1/16	 1.6 [0.063]	 0.8 [0.031]	 0.43 – 0.08 [0.017 – 0.003]
	 3/32	 2.4 [0.093]	 1.2 [0.046]	 0.51 – 0.08 [0.020 – 0.003]
	 1/8	 3.2 [0.125]	 1.6 [0.062]	 0.51 – 0.08 [0.020 – 0.003]
	 3/16	 4.8 [0.187]	 2.4 [0.093]	 0.51 – 0.08 [0.020 – 0.003]
	 1/4	 6.4 [0.250]	 3.2 [0.125]	 0.64 – 0.08 [0.025 – 0.003]
	 3/8	 9.5 [0.375]	 4.8 [0.187]	 0.64 – 0.08 [0.025 – 0.003]
	 1/2	 12.7 [0.500]	 6.4 [0.250]	 0.64 – 0.08 [0.025 – 0.003]
	 3/4	 19.1 [0.750]	 9.5 [0.375]	 0.76 – 0.08 [0.030 – 0.003]
	 1	 25.4 [1.000]	 12.7 [0.500]	 0.89 – 0.12 [0.035 – 0.005]
	 1 1/4	 31.8 [1.250]	 15.9 [0.625]	 1.02 – 0.15 [0.040 – 0.006]
	 1 1/2	 38.1 [1.500]	 19.1 [0.750]	 1.02 – 0.15 [0.040 – 0.006]
	 2	 50.8 [2.000]	 25.4 [1.000]	 1.14 – 0.16 [0.045 – 0.007]
	 3	 76.2 [3.000]	 38.1 [1.500]	 1.27 – 0.20 [0.050 – 0.008]
	 4	 101.6 [4.000]	 50.8 [2.000]	 1.40 – 0.23 [0.055 – 0.009]
	 5	 127.0 [5.000]	 63.5 [2.500]	 1.52 – 0.23 [0.060 – 0.009]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0, BK), white (-9, WH), red (-2, RD), blue (-6, BU),  
			   yellow (-4, YO), clear (-X, CL)	
		  Nonstandard	 Brown (-1, BN), orange (-3, OR), green (-5, GN),  
			   violet (-7, VT), gray (-8, GY)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging***	 On spools or in 1.2-meter [4-foot] lengths.
	 Ordering description****	 Specify product name, size and color (for example, RNF-100 1/4-0 [Europe]  
		  or RNF-100 1/4-BK [Americas].
***Available in the convenient Mini-Spool packaging/dispensing system, for sizes 3/64� up to 1�.
****Europe only. For supply to MIL, Def Stan and BS add -MS, -DS or -BS to ordering description.
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RNF-150 (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 After Heating 
		  as Supplied	 After Heating 	
	 3/64	 1.2 [0.046]	 0.6 [0.023]	 0.25 – 0.05 [0.010 – 0.002]
	 1/16	 1.6 [0.063]	 0.8 [0.031]	 0.25 – 0.05 [0.010 – 0.002]
	 3/32	 2.4 [0.093]	 1.2 [0.046]	 0.25 – 0.05 [0.010 – 0.002]
	 1/8	 3.2 [0.125]	 1.6 [0.062]	 0.25 – 0.05 [0.010 – 0.002]
	 3/16	 4.8 [0.187]	 2.4 [0.093]	 0.25 – 0.05 [0.010 – 0.002]
	 1/4	 6.4 [0.250]	 3.2 [0.125]	 0.30 – 0.08 [0.012 – 0.003]
	 3/8	 9.5 [0.375]	 4.8 [0.187]	 0.30 – 0.08 [0.012 – 0.003]
	 1/2	 12.7 [0.500]	 6.4 [0.250]	 0.30 – 0.08 [0.012 – 0.003]
	 3/4	 19.1 [0.750]	 9.5 [0.375]	 0.43 – 0.08 [0.017 – 0.003]
	 1	 25.4 [1.000]	 12.7 [0.500]	 0.48 – 0.08 [0.019 – 0.003]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)		
		  Nonstandard	 White (-9)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description***	 Specify product name, size and color (for example, RNF-150 1/4-0).
***Europe only. For supply to MIL, Def Stan and BS add -MS, -DS or -BS to ordering description.
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RNF-3000 (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness*
	 Size	 Minimum Expanded	 Maximum Recovered	 After Heating 
		  as Supplied	 After Heating 	
	 1.5/0.5	 1.5 [0.060]	 0.5 [0.019]	 0.45 – 0.10 [0.018 – 0.003]
	 3/1	 3 [0.118] 	 1 [0.039]	 0.55 – 0.10 [0.022 – 0.003]
	 4.5/1.5	 4.5 [0.177] 	 1.5 [0.059]	 0.55 – 0.10 [0.022 – 0.003]
	 6/2	 6 [0.236]	 2 [0.079]	 0.65 – 0.10 [0.026 – 0.003]
	 9/3	 9 [0.354]	 3 [0.118]	 0.75 – 0.12 [0.030 – 0.004]
	 12/4	 12 [0.472] 	 4 [0.157]	 0.75 – 0.12 [0.030 – 0.004]
	 18/6	 18 [0.709]	 6 [0.236]	 0.85 – 0.12 [0.033 – 0.004] 
	 24/8	 24 [0.944] 	 8 [0.315]	 1.00 – 0.18 [0.039 – 0.007]
	 39/13	 39 [1.534]	 13 [0.512]	 1.15 – 0.20 [0.045 – 0.008]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard**	 Black (-0), white (-9), red (-2), blue (-6), yellow (-4), clear (-X)
		  Nonstandard	 Brown (-1), orange (-3), green (-5), violet (-7), gray (-8) 
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging***	 On spools or in 1.2-meter [4-foot] lengths.
	 Ordering description****	 Specify product name, size and color (for example, RNF-3000 6/2-0).
**Black is the only standard color in the Americas. All other colors are nonstandard.
***Only spools are standard in the Americas. 1.2 meter [4-foot] lengths are nonstandard.
****Europe only. For supply to Def Stan and BS add -DS or -BS to ordering description.
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RP-4800 (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 After Heating 
		  as Supplied	 After Heating 	
	 No. 1	 25.4 [1.000]	 7.0 [0.275]	 1.14 – 0.18 [0.045 – 0.007]
	 No. 2	 50.8 [2.000]	 14.0 [0.550]	 1.14 – 0.18 [0.045 – 0.007]
	 No. 3	 76.2 [3.000]	 20.6 [0.810]	 1.14 – 0.18 [0.045 – 0.007]
	 No. 4	 101.6 [4.000]	 26.7 [1.050]	 1.14 – 0.18 [0.045 – 0.007]
	 No. 5	 25.4 [1.000]	 11.7 [0.462]	 1.14 – 0.18 [0.045 – 0.007]
	 No. 6	 60.3 [2.375]	 17.3 [0.680]	 1.14 – 0.18 [0.045 – 0.007]
	 No. 7	 76.2 [3.000]	 21.3 [0.840]	 1.14 – 0.18 [0.045 – 0.007]
	 No. 8	 95.3 [3.750]	 23.6 [0.930]	 1.14 – 0.18 [0.045 – 0.007]
	 No. 9	 114.3 [4.500] 	 36.8 [1.450]	 1.14 – 0.18 [0.045 – 0.007]
	 No. 10	 38.1 [1.500]	 9.5 [0.375]	 1.14 – 0.18 [0.045 – 0.007]
	 No. 11	 19.1 [0.750]	 4.6 [0.180]	 1.14 – 0.18 [0.045 – 0.007]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)		
		  Nonstandard	� White (-9), red (-2), blue (-6), yellow (-4), green (-5),  

brown (-1), orange (-3), violet (-7), gray (-8)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools or in 1.2-meter [4-foot] lengths.
	 Ordering description***	 Specify product name, size and color (for example, RP-4800 NO.1-0).
***Europe only. For supply to MIL, Def Stan and BS add -MS, -DS or -BS to ordering description.
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

RPPM (Continued)

Product Dimensions 		  Inside Diameter	 Recovered Wall Thickness*
		  Minimum 	 Maximum	 Nominal	 Nominal
	 Size	 Expanded 	 Recovered	 Total Wall	 Adhesive Wall
		   as Supplied	 After Heating	 After Heating	 After Heating
	 4/1	 4.0 [0.158]	 1.0 [0.039]	 0.8 [0.032]	 0.3 [0.012]
	 8/2	 8.0 [0.315]	 2.0 [0.079]	 0.9 [0.035]	 0.3 [0.012]
	 12/3	 12.0 [0.472]	 3.0 [0.118]	 1.2 [0.047]	 0.4 [0.016]
	 16/4	 16.0 [0.630] 	 4.0 [0.158]	 1.5 [0.059]	 0.5 [0.020]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

Ordering Information 	 Color	 Standard	 Clear (-X)
		  Nonstandard	 Black (-0)	
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools, in 1.2 meter [4-foot] lengths or cut pieces.
	 Ordering description	 Specify product name, size and color (for example, RPPM 4/1-X).





1-102

RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

RT-3 (Continued)

Product Dimensions 		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 After Heating 
		  as Supplied	 After Heating 	
	 No. 1	 6.1 – 0.4 [0.240 – 0.015]	 2.4 [0.095]	 0.79 – 0.08 [0.031 – 0.003]
	 No. 2	 8.1 – 0.4 [0.320 – 0.015]	 3.2 [0.125]	 0.79 – 0.08 [0.031 – 0.003]
	 No. 3	 9.5 – 0.5 [0.375 – 0.020]	 3.8 [0.150]	 0.79 – 0.08 [0.031 – 0.003]
	 No. 4	 12.3 – 0.5 [0.485 – 0.020]	 5.1 [0.200]	 0.79 – 0.08 [0.031 – 0.003]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Black (-0) only	
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 In 1-inch cut pieces or in 1.2-meter [4-foot] lengths.
	 Ordering description	 Specify product name, size and color (for example, RT-3 No. 1-0).

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

RT-375 (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 After Heating 
		  as Supplied	 After Heating 	
	 3/64	 1.2 [0.046)	 0.6 [0.023]	 0.25 – 0.05 [0.010 – 0.002]
	 1/16	 1.6 [0.063]	 0.8 [0.031]	 0.25 – 0.05 [0.010 – 0.002]
	 3/32	 2.4 [0.093]	 1.2 [0.046]	 0.25 – 0.05 [0.010 – 0.002]
	 1/8	 3.2 [0.125]	 1.6 [0.062]	 0.25 – 0.05 [0.010 – 0.002]
	 3/16	 4.8 [0.187]	 2.4 [0.093]	 0.25 – 0.05 [0.010 – 0.002]
	 1/4	 6.4 [0.250]	 3.2 [0.125]	 0.30 – 0.08 [0.012 – 0.003]
	 3/8	 9.5 [0.375]	 4.8 [0.187]	 0.30 – 0.08 [0.012 – 0.003]
	 1/2	 12.7 [0.500]	 6.4 [0.250]	 0.30 – 0.08 [0.012 – 0.003]
	 3/4	 19.1 [0.750]	 9.5 [0.375]	 0.43 – 0.08 [0.017 – 0.003]
	 1	 25.4 [1.000]	 12.7 [0.500]	 0.48 – 0.08 [0.019 – 0.003]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Clear (-X)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description***	 Specify product name, size and color (for example, RT-375 1/4-X).
***Europe only. For supply to MIL, Def Stan and BS add -MS, -DS or -BS to ordering description.
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

RT555 (Continued)

Product Dimensions

Ordering Information

		  Inside diameter			   Recovered wall thickness*
	 Size	 Minimum expanded 	 Maximum recovered 		  After heating
		  as supplied	 after heating	 Minimum 	 Maximum 	 Nominal
	 1/8	 3.18 [0.125]	 1.57 [0.062]	 0.25 [0.010]	 0.41 [0.016]	 0.30 [0.012]
	 3/16	 4.75 [0.187]	 2.36 [0.093]	 0.28 [0.011]	 0.46 [0.018]	 0.36 [0.014]
	 1/4	 6.35 [0.250]	 3.18 [0.125]	 0.33 [0.013]	 0.51 [0.020]	 0.41 [0.016]
	 3/8	 9.53 [0.375]	 4.75 [0.187]	 0.41 [0.016]	 0.58 [0.023]	 0.48 [0.019]
	 1/2	 12.70 [0.500]	 6.35 [0.250]	 0.41 [0.016]	 0.58 [0.023]	 0.48 [0.019]
	 5/8	 15.88 [0.625]	 7.95 [0.313]	 0.48 [0.019]	 0.66 [0.026]	 0.56 [0.022]
	 3/4	 19.05 [0.750]	 9.53 [0.375]	 0.61 [0.024]	 0.79 [0.031]	 0.69 [0.027]
	 1	 25.40 [1.000]	 12.70 [0.500]	 0.71 [0.028]	 0.89 [0.035]	 0.79 [0.031]
	 1 1/4	 31.75 [1.250]	 15.88 [0.625]	 0.76 [0.030]	 0.94 [0.037]	 0.84 [0.033]
	 1 1/2	 38.10 [1.500]	 19.05 [0.750]	 0.86 [0.034]	 1.04 [0.041]	 0.94 [0.037]
	 2	 50.80 [2.000]	 25.40 [1.000]	 0.94 [0.037]	 1.12 [0.044]	 1.02 [0.040]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, RT555 1/8-0).
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

RW-175 / RW-175-E (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 After Heating 
		  as Supplied	 After Heating 	
	 3/64	 1.2 [0.046]	 0.6 [0.023]	 0.25 – 0.05 [0.010 – 0.002]	
	 1/16	 1.6 [0.063]	 0.8 [0.031]	 0.25 – 0.05 [0.010 – 0.002]	
	 3/32	 2.4 [0.093]	 1.2 [0.046]	 0.25 – 0.05 [0.010 – 0.002]	
	 1/8	 3.2 [0.125]	 1.6 [0.062]	 0.25 – 0.05 [0.010 – 0.002]	
	 3/16	 4.8 [0.187]	 2.4 [0.093]	 0.25 – 0.05 [0.010 – 0.002]	
	 1/4	 6.4 [0.250]	 3.2 [0.125]	 0.33 – 0.05 [0.013 – 0.002]	
	 3/8	 9.5 [0.375]	 4.8 [0.187]	 0.33 – 0.05 [0.013 – 0.002]
	 1/2	 12.7 [0.500]	 6.4 [0.250]	 0.33 – 0.05 [0.013 – 0.002]
	 3/4	 19.1 [0.750]	 9.5 [0.375]	 0.43 – 0.08 [0.017 – 0.003]
	 1	 25.4 [1.000]	 12.7 [0.500]	 0.48 – 0.08 [0.019 – 0.003]
	 1 1/2	 38.1 [1.500]	 19.1 [0.750]	 0.51 – 0.08 [0.020 – 0.003]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Clear (-X)		
		  Nonstandard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 In 1.2-meter [4-foot] lengths.
	 Ordering description	 Specify product name, size and color (for example, RW-175-3/64-X).
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

RW-200/RW-200-E (Continued)

			   Inside Diameter			  Recovered Wall Thickness**
		  Minimum Expanded		  Maximum Recovered		 After Heating (Nominal)
	 Size	 as Supplied		  After Heating	 RW-200-E		  RW-200
	 1/8	 3.2 [0.125]	 1.6 [0.062]	 0.76 [0.030]	 0.76 [0.030]
	 3/16	 4.8 [0.187]	 2.4 [0.093]	 0.84 [0.033]	 0.89 [0.035]
	 1/4	 6.4 [0.250]	 3.2 [0.125]	 0.89 [0.035]	 0.89 [0.035]
	 3/8	 9.5 [0.375]	 4.8 [0.187]	 1.02 [0.040]	 0.89 [0.035]
	 1/2	 12.7 [0.500]	 6.4 [0.250]	 1.22 [0.048]	 0.89 [0.035]
	 5/8	 15.9 [0.625]	 7.9 [0.312]	 �	 1.07 [0.042]
	 3/4	 19.1 [0.750]	 9.5 [0.375]	 1.45 [0.057]	 1.07 [0.042]
	 7/8	 22.2 [0.875]	 11.1 [0.437]	 �	 1.25 [0.049]
	 1	 25.4 [1.000]	 12.7 [0.500]	 1.78 [0.070]	 1.25 [0.049]
	 1 1/4	 31.8 [1.250]	 15.9 [0.625]	 �	 1.40 [0.055]
	 1 1/2	 38.1 [1.500]	 19.1 [0.750]	 2.41 [0.095]	 1.40 [0.055]
	 2	 50.8 [2.000]	 25.4 [1.000]	 2.79 [0.110]	 1.65 [0.065]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

Product Dimensions

	 Color	 Standard	 Black (-0)		
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description***	 Specify product name, size and color (for example, Viton 1/4-0).
***Europe only. For supply to MIL, Def Stan and BS add -MS, -DS or -BS to ordering description.

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

SCL (Continued)

Product Dimensions

Ordering Information

			   Inside Diameter		  Recovered Wall Thickness**		
	 Size	 Additional	 Minimum	 Maximum		  Meltable Wall
		  Standard Color	 Expanded	 Recovered	 Total Wall	 After Heating
			   as Supplied	 After Heating	 After Heating	 (Nominal)	
	 1/8	 Brown	 3.2 [0.125]	 0.6 [0.023]	 0.96 – 0.15 [0.038 – 0.006]	 0.51 [0.020]
	 3/16	 Gray	 4.8 [0.187]	 1.5 [0.060]	 1.09 – 0.15 [0.043 – 0.006]	 0.64 [0.025]
	 1/4	 White	 6.4 [0.250]	 2.0 [0.080]	 1.19 – 0.15 [0.047 – 0.006]	 0.69 [0.027]
	 3/8	 Red	 9.5 [0.375]	 3.4 [0.135]	 1.27 – 0.18 [0.050 – 0.007]	 0.76 [0.030]
	 1/2	 Blue	 12.7 [0.500]	 5.0 [0.195]	 1.39 – 0.18 [0.055 – 0.007]	 0.89 [0.035]
	 3/4	 Yellow	 19.1 [0.750]	 8.0 [0.313]	 1.65 – 0.18 [0.065 – 0.007]	 1.02 [0.040]
	 1	 N/A	 25.4 [1.000]	 10.2 [0.400]	 1.90 – 0.18 [0.075 – 0.007]	 1.02 [0.040]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0) for all sizes, plus one additional color per size per  
			   Product Dimensions table.
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 In 1.2-meter [4-foot] lengths.
	 Ordering description***	 Specify product name, size and color (for example, SCL 1/4-0).
***Europe only. For supply to MIL spec., Def Stan and BS add -MS, -DS or -BS to ordering description.
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

SCT (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter		  Recovered Wall Thickness*
	 Part	 Minimum	 Maximum	 Total Wall	 Meltable Wall
	 Number	 Expanded 	 Recovered 	 After Heating	 After Heating  
		  as Supplied	 After Heating		  (Nominal)
	 SCT No. 1	 7.6 [0.300]	 1.7 [0.065]	 1.52 – 0.30 [0.060 – 0 .012]	 0.76 [0.030]
	 SCT No. 2	 9.0 [0.355]	 2.3 [0.090]	 1.52 – 0.30 [0.060 – 0 .012]	 0.76 [0.030]
	 SCT No. 3	 11.6 [0.455]	 2.5 [0.100]	 2.29 – 0.30 [0.090 – 0.012]	 1.40 [0.055]
	 SCT No. 4	 17.8 [0.700]	 4.4 [0.175]	 2.54 – 0.30 [0.100 – 0.012]	 1.52 [0.060]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Black
	 Size selection	 Always order the largest size that will shrink snugly over the component being covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 Cut pieces.
	 Marking	 Tubing will be printed with its numbered size (such as SCT-1, SCT-2, SCT-3, SCT-4).
	 Ordering description	� Specify product name, numbered size, color and cut length  

(for example, SCT-NO.3-E3-0-75MM).
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

SFR (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 After Heating 
		  as Supplied	 After Heating 	
	 1/4	 6.4 [0.250]	 3.6 [0.143]	 0.88 – 0.25 [0.035 – 0.010]
	 3/8	 9.5 [0.375]	 5.4 [0.214]	 1.02 – 0.25 [0.040 – 0.010]
	 1/2	 12.7 [0.500]	 7.3 [0.286]	 1.21 – 0.38 [0.048 – 0.015]
	 5/8	 15.9 [0.625]	 9.1 [0.357]	 1.32 – 0.38 [0.052 – 0.015]
	 3/4	 19.1 [0.750]	 10.9 [0.428]	 1.44 – 0.38 [0.057 – 0.015]
	 7/8	 22.2 [0.875]	 12.7 [0.500]	 1.65 – 0.38 [0.065 – 0.015]
	 1	 25.4 [1.000]	 14.5 [0.570]	 1.77 – 0.51 [0.070 – 0.020]
	 1 1/4	 31.8 [1.250]	 18.1 [0.714]	 2.21 – 0.51 [0.087 – 0.020]
	 1 1/2	 38.1 [1.500]	 21.8 [0.857]	 2.41 – 0.51 [0.095 – 0.020]
	 1 3/4	 44.5 [1.750]	 25.4 [1.000]	 2.71 – 0.51 [0.107 – 0.020]
	 2	 50.8 [2.000]	 29.0 [1.140]	 2.79 – 0.51 [0.110 – 0.020]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 On spools.
	 Ordering description***	 Specify product name, size and color (for example, SFR 1/4-0).
***Europe only. For supply to MIL spec., Def Stan and BS add -MS, -DS or -BS to ordering description.
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

SRFR (Continued)

Product Dimensions

Ordering Information

		  Inside Diameter	 Recovered Wall Thickness*
	 Size	 Minimum Expanded	 Maximum Recovered	 After Heating 
		  as Supplied	 After Heating 	
	 2.9/1.7	 2.9 [0.114]	 1.7 [0.067]	 1.0 – 0.50 [0.039 – 0.020]
	 4/2.9	 4.0 [0.158]	 2.9 [0.114]	 1.0 – 0.50 [0.039 – 0.020]
	 7.8/4.6	 7.8 [0.307]	 4.6 [0.181]	 1.0 – 0.50 [0.039 – 0.020]
	 10/6.5	 10.0 [0.394]	 6.5 [0.256]	 1.5 – 0.50 [0.059 – 0.020]
	 15/9.6	 15.0 [0.591]	 9.6 [0.378]	 1.5 – 0.50 [0.059 – 0.020]
	 21/13	 21.0 [0.827]	 13.0 [0.512]	 2.0 – 0.75 [0.079 – 0.030]
	 29/20	 29.0 [1.142]	 20.0 [0.787]	 2.0 – 0.75 [0.079 – 0.030]
	 41/27	 41.0 [1.614]	 27.0 [1.063]	 3.0 – 1.00 [0.118 – 0.039]
	 51/33	 51.0 [2.008]	 33.0 [1.299]	 3.0 – 1.00 [0.118 – 0.039]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard	 Gray (-8)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, SRFR 2.9/1.7-8).
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

SST/SST-FR (Continued)

Product Dimensions 			   Inside Diameter		 Wall Thickness		  Recommended 
		  Standard	 Minimum	 Maximum		  Nominal Wall	 Cable 
	 Size�	 Nominal	 Expanded 	 Recovered 	 Expanded	 After 	 Range for 
		  Length	 as Supplied	 After Heating		  Heating��	 600-Volt Cable
	 SST*-03	 30**, 48	 0.300	 0.100	 0.025	 0.070	 18 through 14 AWG
	 SST*-04	 30**, 48	 0.400	 0.150	 0.025	 0.070	 14 through 10 AWG
	 SST*-07	 48	 0.750	 0.220	 0.030	 0.095	 8 through 1 AWG
	 SST*-11	 48	 1.100	 0.375	 0.040	 0.120	 2 through 4/0 AWG
	 SST*-13	 48	 1.300	 0.375	 0.035	 0.120	 2 through 4/0 AWG
	 SST*-15	 48	 1.500	 0.500	 0.050	 0.140	 2/0 AWG through 500 MCM
	 SST*-17	 48	 1.700	 0.500	 0.045	 0.140	 2/0 AWG through 500 MCM
	 SST*-20	 48	 2.000	 0.750	 0.050	 0.160	 350 MCM through 1000 MCM
	 SST*-27	 48	 2.700	 0.900	 0.050	 0.160	 500 MCM through 1250 MCM
	 SST*-30	 48	 3.000	 1.250	 0.050	 0.160	 900 MCM through 1500 MCM
	 SST*-40	 48	 4.000	 1.750	 0.050	 0.160	 1500 MCM through 2500 MCM
	 SST*-45	 48	 4.500	 1.750	 0.050	 0.160	 1500 MCM through 2500 MCM
�In place of asterisk* substitute length of tubing to be ordered. For example, SST*-11, as the second column indicates, 
comes in 48-inch lengths, so a 48-inch cut piece of SST tubing would be SST 48-11.  
��Wall thickness will be less if tubing recovery is restricted during shrinkage.
**30-inch length standard for /226 coating only.

	 Color	 Standard	 Black		
		  Nonstandard	 White, Red, Yellow and Clear (Clear is non-�ame-retardant)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 See Product Dimensions table.
	 Ordering description	 Specify product name, cut length, size and color (for example, SST 48-07/FR/97).

Ordering Information

Part Numbering System

“NM” - no marking

Color
Black/leave blank (standard)
White/WHT
Red/RED
Yellow/YLW
Clear/CL (non-flame retardant)

Adhesive/sealant
/97 standard with FR
/226 standard with Non FR

“FR” - flame-retardant

Size

Length in inches (48 inch max)

Family

SST  -  _  -  _  /  _  /  _  /  _  /  _

Example: SST-48-07/FR/97/NM
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

TAT-125 (Continued)

		  Inside Diameter	 Recovered Wall Thickness**
		  Minimum 	 Maximum 	 Total Wall	 Adhesive Wall
	 Size	 Expanded 	 Recovered	 After Heating	 After Heating
		   as Supplied	 After Heating	 (Nominal)	 (Nominal)
	 1/8	 3.2 [0.125]	 1.6 [0.062]	 0.69 [0.027]	 0.23 [0.009]
	 3/16	 4.8 [0.187]	 2.4 [0.093]	 0.71 [0.028]	 0.25 [0.010]
	 1/4	 6.4 [0.250]	 3.2 [0.125]	 0.74 [0.029]	 0.13 [0.005]
	 3/8	 9.5 [0.375]	 4.8 [0.187]	 0.74 [0.029]	 0.13 [0.005]
	 1/2	 12.7 [0.500]	 6.4 [0.250]	 0.76 [0.030]	 0.15 [0.006]
	 3/4	 19.1 [0.750]	 9.5 [0.375]	 0.89 [0.035]	 0.15 [0.006]
	 1	 25.4 [1.000]	 12.7 [0.500]	 1.07 [0.042]	 0.20 [0.008]
	 1 1/2	 38.1 [1.500]	 19.1 [0.750]	 1.19 [0.047]	 0.28 [0.011]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

Product Dimensions

	 Color	 Standard	 Black (-0)		
		  Nonstandard	 White (-9), red (-2), blue (-6), yellow (-4), green (-5), brown (-1),  
			   orange (-3), violet (-7), gray (-8), clear (-X , not �ame-retardant)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 In 1.2-meter [4-foot] lengths.
	 Ordering description	 Specify product name, size and color (for example, TAT-125 1/4-0).

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

TC Caps (Continued)

Product Dimensions 	 Color	 Length	 Inside Diameter	 Recovered Wall Thickness**
			   Nominal  	 Minimum Open 	 Minimum 	 Maximum 	  After Heating
	 Size		  Overall as 	 Barrel after 	 Expanded 	 Recovered	
			   Supplied	 Recovery*	 as Supplied	 After Heating		
	 TC 4001	 White (-9)	 19.1	(0.750)	 10.2 (0.400)	 1.6 (0.063)	 0.8 (0.030)	 0.51 – 0.12 (0.020 – 0.005) 
	 TC 4003	 Red (-2)	 25.4	(1.000)	 14.0 (0.550)	 3.2 (0.125)	 1.3 (0.050)	 0.64 – 0.12 (0.025 – 0.005)
	 TC 4005	 Gray (-8)	 28.6	(1.125)	 14.0 (0.550)	 6.4 (0.250)	 2.5 (0.100)	 0.69 – 0.12 (0.027 – 0.005)
*See glossary for de�nition of �barrel�.
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard           One color per size per the Product Dimensions table.
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.  
	 Standard packaging	 In pieces.
	 Ordering description	 Specify product name, size and color (for example, TC-CAPS-4003-2).

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

TFE and TFER (Continued)

Product Dimensions
TFE

	 	 Inside Diameter	 Wall Thickness**  
	 Size	 Minimum Expanded	 Maximum Recovered	 Nominal Recovered
		  as Supplied	 After Heating 	 After Heating 
	 30	 0.8 [0.032]	 0.38 [0.015]	 0.23 [0.009]
	 28	 0.9 [0.035]	 0.46 [0.018]	 0.23 [0.009]
	 26	 1.1 [0.043]	 0.56 [0.022]	 0.25 [0.010]
	 24	 1.2 [0.047]	 0.68 [0.027]	 0.25 [0.010]
	 22	 1.4 [0.055]	 0.81 [0.032]	 0.30 [0.012]
	 20	 1.5 [0.059]	 0.99 [0.039]	 0.30 [0.012]
	 18	 1.9 [0.075]	 1.24 [0.049]	 0.30 [0.012]
	 16	 2.3 [0.091]	 1.55 [0.061]	 0.30 [0.012]
	 14	 3.0 [0.118]	 1.83 [0.072]	 0.30 [0.012]
	 12	 3.8 [0.150]	 2.26 [0.089]	 0.30 [0.012]
	 10	 4.8 [0.189]	 2.84 [0.112]	 0.30 [0.012]
	 8	 6.1 [0.240]	 3.58 [0.141]	 0.38 [0.015]
	 6	 7.6 [0.299]	 4.52 [0.178]	 0.38 [0.015]
	 4	 9.4 [0.370]	 5.69 [0.224]	 0.38 [0.015]
	 2	 10.9 [0.429]	 7.06 [0.278]	 0.38 [0.015]
	 0	 11.9 [0.469]	 8.81 [0.347]	 0.38 [0.015]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

TFER 		  Inside Diameter	 Wall Thickness**
	 Size	 Minimum Expanded	 Maximum Recovered	 Nominal Recovered
		  as Supplied	 After Heating 	 After Heating 
	 5/64	 2.0 [0.079]	 0.6 [0.024]	 0.23 [0.009]
	 1/8	 3.2 [0.126]	 1.0 [0.039]	 0.25 [0.010]
	 1/4	 6.4 [0.252]	 1.6 [0.063]	 0.30 [0.012]
	 3/8	 9.5 [0.374]	 2.4 [0.095]	 0.30 [0.012]
	 1/2	 12.7 [0.500]	 3.7 [0.146]	 0.38 [0.015]
	 5/8	 15.9 [0.626]	 4.5 [0.177]	 0.38 [0.015]
	 3/4	 19.0 [0.748]	 5.7 [0.224]	 0.38 [0.015]
	 1	 25.4 [1.000]	 7.1 [0.230]	 0.38 [0.015]
	 1-1/4	 32.0 [1.260]	 8.8 [0.347]	 0.38 [0.015]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.

	 Color	 Standard           Clear (-X)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging	 In 1.2-meter [4-foot] lengths.
	 Ordering description***	 Specify product name, size and color (for example,TFE 22-X).
***Europe only. For supply to MIL spec., Def Stan and BS add -MS, -DS or -BS to ordering description.

Ordering Information
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

TUGA-GP (Continued)

Product Dimensions 	 	 Inside Diameter	 Wall Thickness*
	 Size	 Minimum Expanded	 Maximum Recovered	 Nominal
		  as Supplied	 After Heating 	 After Heating 
	 1.2/0.6	 1.2 [0.046]	 0.6 [0.023]	 0.4 [0.016]
	 1.6/0.8	 1.6 [0.062]	 0.8 [0.031]	 0.4 [0.016]
	 2.4/1.2	 2.4 [0.093]	 1.2 [0.046]	 0.5 [0.019]
	 3/1.5	 3.0 [0.118]	 1.5 [0.059]	 0.5 [0.019]
	 5/2.5	 5.0 [0.197]	 2.5 [0.098]	 0.5 [0.019]
	 6.4/32	 6.4 [0.250]	 3.2 [0.125]	 0.6 [0.024]
	 8/4	 8.0 [0.315]	 4.0 [0.157]	 0.6 [0.024]
	 9.5/4.8	 9.5 [0.375]	 4.8 [0.187]	 0.6 [0.024]
	 11/5.5	 11.0 [0.433]	 5.5 [0.217]	 0.6 [0.024]
	 12.7/6.4	 12.7 [0.500]	 6.4 [0.250]	 0.6 [0.024]
	 15/7.5	 15.0 [0.591]	 7.5 [0.295]	 0.8 [0.031]
	 20/10	 20.0 [0.787]	 10.0 [0.394]	 0.8 [0.031]
	 25.4/12.7	 25.4 [1.000]	 12.7 [0.500]	 0.9 [0.035]
	 38/19	 38.0 [1.496]	 19.0 [0.748]	 1.0 [0.039]
*Wall thickness will be less if tubing recovery is restricted during shrinkage.

Ordering Information 	 Color	 Standard	 Black (-0)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.  
		  Special order sizes available upon request. 
	 Standard packaging	 On spools.
	 Ordering description	 Specify product name, size and color (for example, TUGA 3/1.5-0).
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

URHT (Continued)

	 Color	 Standard	 Black (-0)		
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered.  
	 Standard packaging	 In pieces.
	 Ordering description	 Specify product name, size, cut length and color (for example, URHT-200-10-0).

Ordering Information

Part Numbering System

42 = Std Adhesive
86 = High Performance Adhesive

Unrestricted recovered length

Expanded inside diameter - as supplied

URHT -   _  /  _  /  _

		  Inside Diameter	  Wall Thickness
		  Minimum 	 Maximum 	 Nominal	 Unrestricted Full
	 Size	 Expanded	 Recovered	 Recovered	 Recovered Length 
		  as Supplied	 After Heating 	 After Heating	 – 6.35 (.250)
	 URHT-200	 50.80 (2.000)	 5.84 (0.230)	 3.56 (0.140)	 7.62, 101.60, 152.40, 254.00  
					     (3, 4, 6, 10)
	 URHT-300	 76.20 (3.000)	 8.64 (0.340)	 3.56 (0.140)	 7.62, 101.60, 152.40, 254.00  
					     (3, 4, 6, 10)

Product Dimensions
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RAYCHEM Tubing Products

9-1773447-9	 Dimensions are in inches and 	 Dimensions are shown for	 USA: 1-800-522-6752	 Germany: 49-6251-133-1999	
APL RRD  11/2015	 millimeters unless otherwise 	 reference purposes only.	 Canada: 1-905-475-6222	 China: 86-400-820-6015 
	 speci�ed. Values in brackets	 Speci�cations subject 	 Mexico: 52-55-1106-0800	 Japan: 81-44-844-8013	
te.com	 are metric equivalents.	 to change.	 L. & S. America: 54-11-4733-2200	 UK: 44-800-267-666

Versa�t (Continued)

Product Dimensions 		  Inside Diameter	 Recovered Wall Thickness**
	 Size	 Expanded	 Maximum Recovered	 After Heating 
		  as Supplied	 After Heating 	
	 3/64	 1.63 – 0.2 [0.064 – 0.008]	 0.6 [0.023]	 0.40 – 0.08 [0.016 – 0.003]
	 1/16	 1.85 – 0.2 [0.073 – 0.008]	 0.8 [0.031]	 0.43 – 0.08 [0.017 – 0.003]
	 3/32	 2.79 – 0.2 [0.110 – 0.008]	 1.2 [0.046]	 0.51 – 0.08 [0.020 – 0.003]
	 1/8	 3.43 – 0.2 [0.135 – 0.008]	 1.6 [0.062]	 0.51 – 0.08 [0.020 – 0.003]
	 3/16	 5.21 – 0.3 [0.205 – 0.010]	 2.4 [0.093]	 0.51 – 0.08 [0.020 – 0.003]
	 1/4	 7.11 – 0.3 [0.280 – 0.010]	 3.2 [0.125]	 0.64 – 0.08 [0.025 – 0.003]
	 3/8	 10.16 – 0.4 [0.400 – 0.015]	 4.8 [0.187]	 0.64 – 0.08 [0.025 – 0.003]
	 1/2	 13.72 – 0.4 [0.540 – 0.015]	 6.4 [0.250]	 0.64 – 0.08 [0.025 – 0.003]
	 5/8***	 16.90 – 0.4 [0.665 – 0.015]	 8.0 [0.315]	 0.76 – 0.08 [0.030 – 0.003]
	 3/4	 20.45 – 0.4 [0.805 – 0.015]	 9.5 [0.375]	 0.76 – 0.08 [0.030 – 0.003]
	 1	 26.80 – 0.4 [1.055 – 0.015]	 12.7 [0.500]	 0.89 – 0.12 [0.035 – 0.005]
	 1 1/4***	 33.40 – 0.7 [1.315 – 0.025]	 15.9 [0.625]	 1.02 – 0.15 [0.040 – 0.006]
	 1 1/2	 39.88 – 0.8 [1.570 – 0.030]	 19.1 [0.750]	 1.02 – 0.15 [0.040 – 0.006]
	 2	 52.83 – 1.0 [2.080 – 0.040]	 25.4 [1.000]	 1.14 – 0.16 [0.045 – 0.007]
	 3	 78.49 – 1.0 [3.090 – 0.040]	 38.1 [1.500]	 1.27 – 0.20 [0.050 – 0.008]
	 4	 104.14 – 1.3 [4.100 – 0.050]	 50.8 [2.000]	 1.40 – 0.23 [0.055 – 0.009]
**Wall thickness will be less if tubing recovery is restricted during shrinkage.
***Nonstandard size; available by special order only.

	 Color	 Standard	 Black (-0), white (-9), red (-2), blue (-6), yellow (-4)		
		  Nonstandard	 Brown (-1), orange (-3), green (-5), violet (-7), gray (-8)
	 Size selection	 Always order the largest size that will shrink snugly over the component to be covered. 
		  Special order sizes are available upon request.
	 Standard packaging****	 On spools.
	 Ordering description*****	 Specify product name, size and color (for example, Versa�t 1/4-0).
****Available in the convenient Mini-Spool packaging/dispensing system, for sizes 3/64� up to 1� (black only).
*****Europe only. For supply to MIL, Def Stan and BS add -MS, -DS or -BS to ordering description.

Ordering Information


































































































































